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Abstract 


This thesis is concerned with the detection of edges 
in pictures. Edges are defined, the problems of their 
detection are outlined, and edge operator characteristics 
are presented. Current detection methods, both seguential 
and parallel, are critically surveyed. A new edge operator 
is proposed which is based on the degree of grey level 
clustering within a picture segment, and two algorithms are 
included. The results of applying six edge detectors on two 
digitized pictures are presented. A figure of merit is 
established for evaluating edge matrices, and the matrices 
resulting from the six detectors are compared. Hardware edge 
detection techniques are examined and an approach using 


hardware is suggested. 
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Chapter 1 


INTRODUCTION 


This thesis is concerned with digital picture 
processing, a generic term comprising many distinct but 
related activities. Edge detection is one area of interest 
whose ramifications are of concern throughout the field of 
picture processing. The subjective analysis of two 
dimensional images is a common day-to-day task for many 
occupations. A doctor examining X-Rays of his patients, a 
cartographer sifting through air photographs, forensic 
scientists comparing fingerprints, are a few work-oriented 
examples of this otherwise ordinary human activity. The 
advent of the digital computer has stimulated research in 
the mathematical (and thus more objective) analysis of 
pictures. With current speeds, storage capacities, and I/0 
capabilities of digital computers, it is now efficient in 
cost and time, and becoming more effective in purpose, to 
assign to the computer some portion of those visual tasks 
mentioned above. For example, Andrews et al [1] show that 
an X-ray of a person with Black Lung disease is strikingly 
identifiable as such, but only with proper computer 
processing of the original image. The purpose of this 


thesis is to critically examine contributions to one 
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specific problem area of computer image processing: the 
location of edges within pictures. Following a survey 
another edge detector is introduced which is based on the 
degree of ‘order' within a picture segment. oR a then 
conducted on several edge detectors, and conclusions are 
drawn. A hardware edge detection system is outlined which 
is computer controllable. The thesis concludes with an 
overall analysis of all of the above topics. 


i. Problems In Picture Processing 


The term 'picture processing', ina scientific 
sense, implies the computer analysis of two dimensional 
images representing real scenes (as opposed to those 
operations on arbitrary matrices not derived from 
pictures). The totality of picture processing tasks and 
operations, though extensive, can be categorized. A 
classification where the computer is becoming particularly 
valuable is in 'pre-processing' of pictures. This thesis 
will present a thorough examination of one aspect of 
pre-processing: namely, the detection of the edges of 
objects within pictures. To this writer's knowledge such a 
critical survey has not been attempted before, although 
Griffith [13] does make a contribution to this end. This 
survey and the associated test results should aid anyone 


who must choose among several edge detection methods. 
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A picture is defined as a real-valued spatial 
function of two variables f(x,y) where, without loss of 
generality, one can assume it to be of some standard shape 
and size. The tests (described in Chapter 3) will be 
concerned with square pictures represented by integer-valued 
matrices whose array elements are positive, and where the 
number of rows or columns will not exceed 256. Each element 
of a picture matrix represents the average value of the 
brightness over the corresponding region of the original 
image. Commonly, this brightness value is referred to as a 
grey level. The elements of the matrices are referred to as 
picture elements (pixels or pels). The range of values that 


a pixel can take is called the grey level range. 


Notation And Format 


The following mathematical notation has been 


implemented: 


* - the multiply operation. 

** - the exponentiation operation. 
{i x {| - the absolute value of x. 

d - is used in 'dx' to indicate 


partial differentiation. 
Other mathematical symbols take on their customary 


connotation, unless otherwise specified. 
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Problem Areas 


Automated visual scene analysis is one specific 
picture processing task. Visual input systems, such as the 
robot projects at MIT [30] and Stanford [28], the hand-eye 
project [10], chromosome counting by Ledley et al [24], 
typically utilize a pre-processor to condition their picture 
prior to its passage to higher level systems for analysis. 
Therefore, between the input device, such as a TV camera, 
and the pattern recognition routines within a system, the 
video signal must be transformed into a properly organized 
data structure. This transformation normally concerns the 
following processes: 

a. Digitization 

b. Noise filtering 

c. Edge detection 

d. Contour following 


e. Synthesis of line drawing 


Digitization is the process of transforming the 
brightness function of a continuous image into an array of 
discrete grey levels. This is accomplished through the 
integration of the image brightness over some small 
region (sampling), then assigning a grey level to represent 
this sampled value (quantization). Hardware to perform this 
task includes an input sensor (e.g., TV camera, flying spot 
scanner, or perhaps an image dissector), an 


analog-to-digital (A/D) converter, and controlling modules 
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to sample and quantize properly with respect to time and 


position. 


grey level from the derived one. There are both hardware and 
software techniques for approaching this ideal. In the usual 
case, additive uncorrelated Gaussian noise is assumed. This 
degradation is sometimes referred to as ‘salt and pepper' 
noise, and can be restrained by low-pass filters implemented 


in either hardware or software. 


Edge detection is the location and marking of all 
borders between two contiguous regions in the picture 
matrix. Since this is the theme of this thesis, a more 


complete (though still intuitive) definition will be given 


in the next section. 


Contour following is the process of operating on the 
border markers (linking, eliminating, or adding to them) to 
the extent that the resulting structure is suitably 
organized for correct abstraction of its features, i.e., 


physical edges. 


The synthesis of a line drawing is, in essence, the 
transformation of the contour representation of its edges 

into a compact mathematical form, where the lines (edges) 

abstracted from the border markers are retained as 


coordinate end points, as polynomial coefficients, as vector 


direction differentials, or some other suitable form. 
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II. Edge Detection 


The purpose of any edge detection scheme is to output 
an indication of the position of borders, or boundaries, of 
the input scene. The major objectives in the attainment of 
this purpose are: 

a. The input image must be available and 

appropriately structured. 

b. The edge detection scheme should be appropriate 

for the class of input images. 

c. The output data must be suitably organized, and 

Should indicate in some predetermined fashion the 


position of all borders in the input scene. 


The concept of ‘edge! is subject to many 
interpretations (probably because it is primitive, and thus 
difficult to define). The following indications of what is 


meant by an edge element and edge detection should suffice. 


element (pixel) on the border, or common boundary, between 
two neighbouring picture regions which differ in some 


measureable characteristic by a threshold fT. 


Edge detection is the process of assignment to each 
element p(i,j) of a picture matrix P, an indication of the 


likelihood that the point p(i,j) is an edgel. 
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Types Of Edges 


Consolidating the opinions of Griffith [13] and 
Herskovits [16], there appear to be four distinct types of 
edges. Their common underlying characteristic is some form 
of brightness transition between the picture regions they 
divide. These edges are shown in cross-section form in 


¥26..5 4. 


The slopes on either side of the roof-type edge are 
not necessarily identical. The ski-jump edge is from 
Griffith [13], the remainder from both authors. 

Griffith [13] distinguishes more types than are shown here, 


but they are not sufficiently different for inclusion. 


Texture edges (i.e., those edges where there is no 
average brightness transition) are excluded from 
consideration since the operators surveyed here are 
ordinarily non-effective with this type of boundary. 
However, Rosenfeld [41] has developed techniques which allow 
the Roberts operator [36] to perform effectively ina 


textured environment. 
Methods Of Edge Detection 


Edge detection methods can be classified under two 


broad headings: sequential and parallel. 


. 


I i 


a! - i, ‘ 
sat " ind » # a4 1 
Do 7 


«nit ad 
bas tery avivida toe ny me Be —— 
to seqvs soataed iO) & sae ede Sods .Pah> wat 
to seedy. ei B ; ici, peas pated 


« ek ae ae : ¥ 7 
ato? enoe at Si yebresoa rs e aby cme OMG D 
sina 


ak wie) noLI99E7RR079: wi ioe eas apbs By. 
a 


Yed? anolg 0 4 era yoig ait : jonwtod oth 


iG 


asplt « 


18 apbhs sgyt~tood edt To ebie ywediie fo asyole © of? 


aor ai epbe anvt-ite oat Lape stede tk imaneoe 


. me pw , « ra 9 — 
-etoetue dood mort t5htteqgor oar 2 r . av + ¢ 
| | Js on 


Se 
dd gwede sia asds aegyd saoa eadabitpatzeco (tf) ae Lid 


noingionl Teg fiszotTLe yiro 23 Etiwe ton sre reed 
of ef saeds saedw aepbs Ba007 oi aes aphs ‘auheesr ig 


,K 


Hon % ba Bato o @36 (ab rs leans? ae sugiiphad 9% 28 ov 


eS, ue a f 
j ' : ae aa) 
ets eprad bays av tue atCTSIRES eis esake naar bbe 10> 
; a — = 
<euebuneid <9. ays ey AxiLw isoetie* het’ 


r oy 


inikdw 26 wptidess fio: saike wed anit [he h Laika - 


s at. gis vi rpstte | weceaed: of. [ aE) rorensae ait 
j had 
a - - a wif ian! p : 
ov? Lehane boii teasio. ed. ae eboutsm MoE Deas 
a "ste theiea 1 bis fetins a ps2 
Cae 6 > BRD 


step { 
a re { ee GE 
se a 
/> i Va 
roof hear g nn 
ey 7 ae * h @es 
Cee 
sin He Fe 
{ | e iu 
edge effect (ridge) {i | Ss oO 
PSTN pic fal (oR. Sa 
Ag, Mi Moodack 
ski jump / 
alae ANY & 


oreo het bal rst 
Spatial transition 


Fig. 1 Types of edges (cross-section) 


Sequential edge detection methods access and process 
elements of the input image in some regular serial order, 
detecting and outputting some form of edge indication 
sequentially. This type of operation is denoted as local 
edge detection, and implies that the detection of an edge at 
element p(i,j) can be made a function of the results from 
the previous elements accessed (i.e., nonlinear operations 
are possible). With sequential methods, it is customary to 


base detection criteria on the characteristics of the 


neighbourhood around p(i,j). The size and shape of this 
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neighbourhood (e.g., 3x3, 4x4, etc.) is a parameter of the 


detection method used. 


Parallel 


Parallel edge detection methods access and process 
all elements of the input image simultaneously, producing 
all the output edge indications at once, i.e., global edge 
detection. This implies that detection should be much faster 
than the sequential approach, but that the detection 
criteria are fixed during any one operation, and are usually 


adenticalsforrallypi,7j). 


Implementation Approaches 


All of the schemes under consideration in this thesis 
use optical or computational methods as their prime resource 
for detection. Electronic methods of edge detection, e.g., 
using two-dimensional electronic filters and gradient 
takers [12,27,47] to process a video signal s(x,y), have not 
been emphasized in the literature in recent years. It is 
possible that the one dimension of a TV signal causes design 
and cost problems that severely limit the expansion of 2-D 
systems for edge detection. However, the advent of 
charge-coupled semi-conductor devices (CCDS), as reported by 
Boyle and Smith [2] and others [8], with their capability 
for analog delay at low cost, and with high 
performance [46], necessitates a re-examination of these 


problems. Since their use is currently very restricted, 
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electronic methods will not be critically surveyed. Instead, 
a new method of hardware edge detection will be outlined in 


Chapter 5. 


It has been shown, Preston [35], that when a coherent 
beam of light (i.e., LASER radiation) is shone through a 
transparency and an appropriate lens, the Fourier transform 
of the transmittance of the transparency is produced at the 
focal plane of the lens. That is, the resulting irradiance 
pattern is a function of the spatial frequency of the 
transparency. Higher spatial frequencies show up as regions 
of high irradiance at distances further from the origin of 
the transform. These higher spatial frequencies correspond 
to sharp changes in brightness, i.e., edges. The direction 
from the origin of these regions is directly related to the 
Spatial orientation of these frequencies. Thus we have 
implicit edge information embedded in the Fourier transform 
of a transparency. This information can be extracted by 
filtering out the low spatial frequencies. The remainder of 
the transform can then be reconstituted into a real image by 
passing it through an identical lens placed an additional 
focal length along the optical axis. This new image will 
have intensity ridges at locations where the original 


transparency had edges. The filtering action can be 
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accomplished by placing an optical stop on the optical axis, 
thus effectively cutting off all the spatial frequencies 


that are near zero. 


In summary, the above process does a Fourier 
transformation on the transparency, screens out the near 
zero frequency components, then re-transforms the clipped 
Fourier transform into an exo-skeletal image. This image can 
then be considered as the output of an optical edge 
detector. The image is not yet in digestible form for edge 
analysis or recognition routines, but could easily be made 
so. Through the use of optical methods, edges can be 
detected over the entire scene at once, i.e., in parallel. 
Other operations, such as the LaPlacian and the Hadamard 
Transformation, can also be implemented optically. Both the 
Fourier Transform and the Hadamard Transform [{ 34] can be 
implemented as computer algorithms for contrast enhancement, 


but neither will be discussed further. 


Will and Pennington [48] discuss a novel method for 
the pre-processing of images which attempts to refute the 
classical methods. Instead of using the natural light froma 
scene, they illuminate it with a projector shining through a 
‘crossed grating'. With the resulting gridded image they 
implement their grid-coding technique to emphasize faint 
edges on 3-D bodies. They then define edges as the 
intersection of geometric planes rather than as points of 


photometric discontinuity. 
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12 
Computational Edge Detection 


Because of the vast amount of information in a 
typical scene (e.g., a 256 x 256 picture matrix), and the 
consequent processing required, computational edge detection 
implies the use of a computer. Associated with the computer 
are peripheral devices which sense the input image, quantize 
it, then store the quantized representation (disk, tapes, 
storage scopes), and which can display various 
representations of the image (TV monitors, storage scopes, 


graphic displays, etc). 


Edge detection is accomplished through the use of 
some edge detecting algorithm implemented as a computer 
program. The program operates on the stored quantized image, 
and either replaces the image with its edge transform, or 
creates a new structure containing the edge information. 
This final structure is then normally used as direct input 


to edge analysis or pattern recognition routines. 


Hardware Versus Software 


ee ee ee ee — es ee ee ee 


Although hardware of some sort must be used in all 
methods of edge detection, software edge detection is 
distinguished as that class of methods where the hardware 
used only supports the implementation of a computer program. 
With this in mind, hardware edge detection can be compared 
to that of software under four criteria: flexibility, speed, 


accuracy, and cost. 
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limits optical systems to linear edge detection operations 
on the input image. On the other hand, the computer can 
perform non-linear operations, and can change detection 


criteria during any one operation. 


Speed: The speed of the edge detection operation for 
hardware systems is limited only by the speed at which the 
elements can be accessed. For an optical system, only the 
speed of light limits the speed with which edge detection is 


accomplished. Thus, detection is essentially immediate. 


Accuracy: With software methods there are inherent 
errors due to sampling and quantization operations which 
degrade to some arbitrary extent the output from the sensor. 
However, even this output has been previously degraded by 
the imperfect accuracy of the sensor itself. For hardware 


systems, both electronic and optical, accuracy is a function 


of the quality of the transmission components. 


Cost: Although one can certainly find counter 
examples, it is generally true that digital computer edge 
detection is more expensive than optical or electronic 
means. However, the computer can be used in more than just 
its edge detection role, and thus its cost can be 


distributed over other tasks. 
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Summarizing, it is felt that the main advantage of 
hardware edge detection is speed and cost, where the 
advantage of the software method is flexibility, and perhaps 


accuracy. 


Most of the remainder of this thesis will concern 
sequential computational methods because of their 


flexibility, interest, and widespread use [ 26]. 
TIL. Edge Operator Characteristics 


In Chapter 3 several edge detectors are analytically 
evaluated. This evaluation can be handled best by grading 
their several features against a selected set of 
characteristics. An additional active evaluation (i.e., 
implementation and controlled trial) of their working 
performance could then confirm or deny some of the 
analytical conclusions, and perhaps give evidence about 
characteristics where analysis is difficult. It follows 
therefore that the assessment of a method depends upon the 
selection and weighting of the arbitrary characteristics, 
and a proper active evaluation. According to Roberts [36], 
edge detection operators should produce sharp edges with as 
little background noise as possible. It was also stated that 
closely to a human's ability to perceive the edge in the 
original picture. This last point is debatable. A human can 
'perceive' an edge even though that edge is not clearly 


visible (i.e., one creates an edge in order to form the 
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object recognized). If such is the intent of that last 
point, then there is no debate. However, if an edge operator 
produces a faint edge (or none at all) when a human can 
definitely perceive one, then the production of this faint 
edge is not a characteristic of a good operator. In fact, 
the 'perfect' operator should produce a strong edge response 
even though the human viewer has difficulty doing so. 
Bearing these points in mind, the following composite list 
of characteristics is clearly relevant to the selection and 
use of an edge detecting method: 
a. Speed: the amount of time consumed to determine 
the likelihood that one pixel is an edge element. 
As an arbitrary measure, a Computer Time Unit 
(CTU) will be used, where it is assumed that the 
ADD instruction operations and the storage access 
time are both approximately equal to 1 CTU and 
thus about equal to each other. Further, it is 
assumed that the MULTIPLY and DIVIDE times are 
completed in about 4 and 8 CTUS respectively. 
COMPARISON operations should consume approximately 
2 CTUS, while an ABS value operation should use 
about 4 CTUS. MAX or MIN operations should take 3 
CTUS (i.e., a subtraction and a comparison) since 
the operands will probably be in registers when 
needed. Henceforth, these calculated times for 
each operator should not ne interpreted as exact 


times, only as approximations. 
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b. Isotropy: the insensitivity of an operator to 
Changes in orientation of edges. However, 
anisotropy is certainly desireable if one wishes 
to detect edges oriented in a specific direction. 

c. Edge Type Response: the response of the operator 
to different types of edges. 

d. Dynamic Range: effectiveness of the operator over 
wide ranges of brightness. 
edge elements under varied noise conditions. 

f. Storage Costs: economical use of core and 
auxiliary storage. 
independence of the operator. 

h. Adaptability: ability to change, expand, or 
otherwise adapt the parameters of the operator to 
changing picture conditions, while the operator is 


actively engaged in processing a picture. 


The weighting of these characteristics is difficult, 
Since the individual user must decide on the relative 
importance of two (or more) features, which may be 
counter-acting (e.g., adaptability as opposed to fast 
response). However, the functional effectiveness of any 
method can be assessed by examination of its output, when 
given a ‘'real' picture as input. This assessment is somewhat 
subjective however, and therefore will vary under different 


checking conditions. A later chapter will discuss a more 
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objective basis for judging the merit of any particular edge 


Operator under a wide range of operating conditions. 


For the present analytical evaluation, the 
characteristics of speed, isotropy, and edge type response 
will be referred to during discussion of each method. Other 


features will be mentioned when clearly relevant. 


Performing edge detection on a visual scene through 
computational methods implies that the scene be properly 
represented in mathematical form. Normally this 
representation is a 2-dimenSional array of non-negative 
integers whose range is 0 < n < 2**k, where the exponent k 
usually lies in the range 0 < k < 6. The size of the array 
should be such that the smallest resolvable feature of the 


original picture is much larger than the individual pixel. 
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Chapter 2 


SURVEY OF EDGE DETECTION METHODS 


This chapter will examine twelve methods of edge 
detection. The order of presentation is related to their 
relative complexity, with the simple seguential classical 
methods being presented first, followed by the more modern 
sequential operators. These sequential approaches are 
terminated with a review of statistical differencing 
algorithms. Finally, quasi-parallel methods are reviewed in 
lesser detail. All methods discussed are either recent or 


widely used. 


I. Seguential Methods 


This section critically surveys several sequential 
methods of local edge detection in preparation for 
functional tests of a selected subset of them in chapter 4. 
The methods discussed include: the Roberts operator, the 
Gradient and LaPlacian operators, along with the newer 
Herskovits operator. Methods involving statistical 
operations are discussed separately. For simplicity, 
analysis of the following edge detectors in this section is, 


in general, restricted to their response to step-like edges. 
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The Roberts operator [36,11] was designed to detect 
gradients of arbitrary orientation but of minimum width. 
That is, an attempt is made to locate micro-edges in all 


directions. Using a 2 x 2 pixel window (shown in Fig. 2), 


icif{d | 


hn 


Fig. 2. The Roberts sub-matrix 


the whole picture matrix was examined with the following 
simple algorithn: 


Edge Merit (EM) = ((A-D)2 + (C-B) 2) **.5 (1) 


corresponding grey level intensities (i.e., a,b,c,d) 
in the picture. This initial root operation is used 
Since it approximates the response of the human eye 
to increasing values of brightness {14]. Perhaps a 
somewhat more useful explanation would be that the 
root operation effectively normalizes the dynamic 
range of grey levels, such that the threshold needs 
minimum adjustment for effective operation. However, 


it is common (see Rosenfeld's work on texture 
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analysis [39], for example) to omit one or both root 
operations. For the present assessment the 
pre-processing root operation will be omitted for 


reasons of efficiency. 


This algoritim emphasizes differences across the window, 
both horizontally and vertically. These differences are 
indicative of edges. Both terms under the Square root sign 


contribute to the EM of the vertical edge shown in Fig. 3a. 
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Fig. 3. Vertical and diagonal edges 


It is clear that a horizontal edge would receive a similar 
contribution from both terms; however, the diagonal edge in 
Fig. 3b, although apparently as strong, would receive only 
about two-thirds of the EM received by an equally strong 


horizontal or vertical edge. 


With the assumption that the pixels represent the 
actual brightness intensities in the picture rather than 
their roots, the speed of the operator is still not 


outstanding: a calculation shows four storage accesses, two 
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subtractions, two multiplications, one addition, one square 
root operation (approx. 50 CTUs), and one comparison 
operation, for a total of about 67 CTUs. This total is 
largely comprised of just one component, the square root 
operation. This operation can be omitted (to optimize the 
algorithm) under the assumption that the comparison 
operation will be done against a squared threshold. With 
this change an operator time of approximately 17 CTUs 


results, which is indeed much faster. 


The storage requirements of the operator are clearly 
Minimal since only 17 CTUs are used, indicating few 
instructions. The major extra storage requirement is the 
necessity to maintain an edge indicator matrix whose 
dimensions are the same as the picture. The fact that the 
examined region is small, (2 x 2), and is analyzed out of 
context with neighbouring regions, hinders correct operation 
in the presence of noise, both high frequency and 'salt and 
pepper'. As noted above, Rosenfeld [41] used a modified 
version of this operator. Compared against three other 
algorithms, Rosenfeld rated this method second best in the 
attempt to establish texture boundaries. The Roberts 
operator does this by detecting the amount of micro-edge per 


unit area. This conclusion is developed and tested in [ 41]. 
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For most purposes one wishes to detect edges at every 
orientation over the picture matrix. Note that the Roberts 
operator is weak on diagonal edges because of the size of 
the examined area. Now consider a method which supposedly 
indicates edges equally well in any direction, but through 
expedient use, is more responsive to diagonally oriented 
edges as opposed to vertical or horizontal ones. This method 
calculates the derivative in the Gradient 
direction [ 38,pp.94-95]. This amounts to taking the square 
root of the sum of the squares of the partial derivatives in 
any pair of orthogonal directions: 


[ (df/dx)? + (df/dy) 2 j**.5. 


Falk [9] uses this method in a complex scheme to 
detect edges from imperfect (i.e., noisy or missing) images. 
With this scheme it is customary to use a 3 x 3 subset of 
the picture as the region of interest. The individual pixels 
will be referred to hereafter by the letters shown in 


Fig. 4. 


Various ways are suggested for implementing the 
Gradient, but a typical and symmetrical variation is to sum 
the positive differences of grey levels across the central 
pixel such that we have the following digital approximation: 


EM = [{b-h|{ + |f-d{. (2) 
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It is to be noted that pixel e does not enter into 
the calculation, even though it is the element about which 
the above equation speaks. Further, note that the four 
corner elements of the region are also missing from the 


calculation. Apparently, their absence aids the speed of the 


Fig. 4. The Gradient sub-matrix 


calculation much more than their inclusion would aid a 
correct response from the operator. As an example of the 
operator's action consider the two 3 x 3 picture segments in 


Fig. 5, which include part of an ideaiized diagonal edge. 
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Fig. 5. tIdealized diagonal and horizontal edges. 


Using equation (2) above to calculate EM, a value of 4 is 


derived. Thresholding at a level of 2 would result ina 
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strong edge indication. Consider now the horizontal edge in 
Fig 5b. Note now that EM = 2, just barely indicative of an 

edge. With such a marginal threshold, the operator can give 
false edge indications. Using a threshold of 2, examine the 


two segments of Fig. 6. AS can be calculated, Fig. 6a gives 
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Fig. 6. Sample picture segments 


no indication of an edge, whereas Fig. 6b gives a definite 
indication. Since the reverse situation is the correct one, 
the response of the operator using this threshold is 
unsatisfactory. A large part of this difficulty is due to 
the inequitable response to edges that are 45 degrees apart. 
Therefore, isotropy is only closely approximated when the 


definition of the Gradient is expediently implemented. 


Rosenfeld [38] also suggests the following Gradient 
operator: 

EM = |(atbtc)-(gthti)| + | (atdtg)-(c+f£+1) | (3) 
This operator attempts to overcome salt and pepper noise by 
examining more of the pixels of the picture segment during 


one edge operation. Where the additional CPU time needed is 
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of no real consequence, this variation may be worthwhile. 
However, again note the disparity between vertical and 
horizontal edges versus diagonal ones. Using Fig. 5 again, 
it is seen that EM = 8 for the diagonal edge (Fig. 5a) and 6 
for the horizontal edge (Fig. 5b). Thus, unequal response to 
edges at different orientations, from an operator whose 
purpose is edge detection at all orientations, leaves 
something to be desired. An alleviation to this problem was 


suggested by Holmes [17]: 


Let dx = ((c+£+i) /3) - ((at+td+g) /3) 


and dy ((atb+c)/3) - ((g+h+i) /3) 
then, |{gradj = (MAX({dx|,{dy{)) + 


(3/78) * (MIN ({dx1,idyl)). (4) 


This version almost attains isotropy, but at the expense of 


about 76 CTUs. 


A time analysis of (2) shows that 17 CTUs are 
required, which is identical to the Roberts operator. The 
second variation, i.e., (3), of the Gradient uses eight 
extra memory accesses and additions for an extra 16 CTUs. 
Thus, its total of 33 CTUS is approximately double the first 
variation. No version of this operator has excessive storage 


requirements over the necessary edge matrix required. 


Since difficulty was encountered in obtaining equal 
response from edges that were 45 degrees apart from the 


Roberts Operator and two versions of the Gradient, and since 
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the anisotropic effects were opposite in sign, a combination 
of both of the operators should give near isotropic results. 
A suggested variation is the following: 

EM = jatd-i-f|{ + |gth-b-c]. (5) 
It can be confirmed that the EM of Fig. 5 using this 
combination of operators is 6 for both diagonal and 
horizontal edges, and uses less CPU time than the second 
Variation of the Gradient. Note that 8 of the 9 pixels in 
the segment are used in the calculation, with better results 
in the presence of noise. This is re-confirmed by the same 


computation on Fig. 6b. 


The LaPlacian is an approach which is oriented toward 
the detection of thin high contrast edges (e.g., 
highlights). Kovasnay and Joseph [23] were the first to 
discuss this operator. Rosenfeld [38,p.95] mentions the 
Operator as “another useful combination of derivatives ...". 
For a continuum, the Laplacian is defined by: 

d2@f/dx2 + d2f/dy2. 
A digital approximation of this function using the lettering 
scheme from Fig. 4, is: 
EM = Ye - (btht+f+t+d). (6) 

A second, more noise-free, variation [38] is: 


EM = 8e - (atbtctdtft+gthti). (7) 
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Both of these expressions tend to maximize in regions 
where there is an abrupt change of slope. Since the most 
abrupt change is from strongly positive to strongly 
negative, it can be seen that this method is more responsive 
to a thin edge (i.e., one that can be straddled by the 


operator) than to a wider edge. 


Although it is clear that the Laplacian is intended 
to be isotropic (as have previous methods), one notes 
anisotropic results using equation (6) on the segments of 
Fig. 5. That is, for the diagonal edge, EM=4, and for the 
horizontal edge, EM=2. Thus, the first variation is nore 
positive for diagonal edges (as was the Gradient). Applying 
the second variation (7) to the segments, one notes that EM 
is the same in both vertical (horizontal) and diagonal 
edges. Therefore, the second variation produces a more 
isotropic detector output. Also, one can expect the effects 
of noise to be lessened because of the greater number of 


pixels examined. 


The speed of the operator using (6) is 15 CTUs, and 
is 23 cCTUs for (7). AS with previous methods, the storage 


requirements are minimal. 


The most serious objection to this method is its 
susceptability to salt and pepper noise. Using (7), consider 
the segment in Fig. 7a. Obviously, the central pixel is not 
an edge element. Yet, the addition of a small amount of 


noise to it (see Fig. 7b) results in EM=16, whereas a 
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c. Thin vertical edge 


7. jPicture segments for the LaPlacian 


7c) has EM=12. This result was 


obtained from the variation which would seem to be highly 


noise-resistant (7). 


Variation (7) 


As the reader can easily verify, 


is the addition of two LaPlacian operations: 


variation (6) plus the same variation, but using instead the 


pixels a,c,g,i in the subtracted term. 


is basically 


a ‘spike! 


detector, the noise point 


Fig. 7b is more strongly detected. 


Since the LaPlacian 


(Spike) in 


Thus if the picture has minimal noise, the LaPlacian 


would be productive for thin high contrast boundaries in the 


scene. 
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29 
The Herskovits Operator 


Herskovits [16] developed a one-dimensional operator 
based on the geometric appearance of an ideal edge. This 
operator is highly positive to edges which are step-like in 
appearance. Thus in Fig. 8 below, curve x would be selected 
before curves y and z, since the latter two curves are not 


singly-stepped over the operator's range of interest. 
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Fig. 8. One dimensional pixel array 


The operator involves four consecutive intensity 
values, a,b,c,d, obtained at equal intervals along a line 


normal to the orientation of an expected edge. See, for 
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example, the four marked intervals of p in Fig. 8. The 
formula is: 

EM = 2(b-c) - (a-b) - (c-d). (8) 
The first term on the right-hand side of (8) expresses 
difference in intensity as edge-like. The second two terms 


argue for flatness before and after the edge respectively. 


The above equation, as reported by Griffith [13] and 
originating in [16], leads to two intrinsic difficulties. 
First, different EMS are obtained for mirror image edges; 
second, the EM depends on the sign of perturbations in front 
of, or behind, an edge. Both difficulties can be overcome by 
taking absolute values of each term in the equation. With 
these changes the following equation results: 


HR -= Zz (o-c) { = fa-bl| — pbc-db. (9) 


Previously discussed edge detectors (i.e., the 
Roberts, Gradient, and the LaPlacian) have been designed 
with isotropy in mind. To expand the Herskovits operator for 
omni-directional edge detection it is only necessary to 
apply it on a second scan over the scene in an orthogonal 
direction to that of the first scan. Combining (i.e., 
adding; or better still, squaring, adding, and rooting) the 
results of both scans will produce an EM which approximates 
isotropy. This EM can then be arbitrarily thresholded for an 


edge indication. 
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To enable easy comparison with other approximately 
isotropic methods, it is suggested that the following 2-D 


Operator be used: 


EM = MAX({2(b-c)| - Ja-b| - {c-d], 
be (icc) Po > [ef p = fergie: (10) 
An examination of a picture segment lettering scheme given 


in Fig. 9 shows that the operator (10) is capable of some 
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Fig. 9. The Herskovits 2-D array 


degree of isotropy. Further, it seems fair to check that 
degree even though the extended version of the operator has 
been formed within this thesis, since the modification seems 
the most reasonable in terms of speed and complexity. Using 
the sum of horizontal and vertical edge merits (rather than 
the MAX operation), though seemingly reasonable, 
discriminates against certain diagonal edges, and so was not 


seriously considered. 
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Consider now the picture segments in Fig. 10. The 
modified Herskovits Operator gives an EM = 2 for the 
vertical edge, and an EM = 2 for a diagonal edge. Thus, in 
this form, equation (10) is isotropic for the special cases 


shown. 
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Fig. 10. Vertical and diagonal edges 
for the Herskovits 


In its modified form (10), the operator uses eight 
memory accesses, two multiplications, ten subtractions, one 
addition, one comparison, six ABS value operations, and one 
MAX operation for a total of 59 CTUs. This is considerably 


slower than previously discussed local methods. 


With this method also, it is necessary to maintain a 
binary matrix in correspondence with the picture matrix to 
contain the edge indicators. The storage required by the 


operator itself, however, is fairly small. 
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fhe Shirai-Tsuji Operator 


The last of the local sequential operators to be 
considered has been arbitrarily named the Shirai-Tsuji 


Operator for its authors [45]. 


This method can be considered as a variation on 
Directional Differencing (mentioned by Rosenfeld 
{38,p.100] as a further variant on the Gradient method). The 
operator computes the horizontal difference Dx and vertical 
difference Dy across a 3 x 3 picture segment, then combines 
Dx and Dy into a semi-isotropic value. A further operation 
on Dx and Dy derives the direction of the gradient vector K. 


The operator is formally defined [45] as: 


Dx = ((atdtg) - (ctfti)) (11) 
Dy = ((atbtc) - (gthti)) (12) 
D' = (Dx+Dy)/3 + Kb (Kb = constant) (13) 
Alpha = arctan (Dy/Dx) (714) 
Disa aDhhpsghSr0 fhortDreeOcli Dies 10 (15) 
K = (20/pi)*Alpha (mod 20) (gradient direction). (16) 


There is an anomaly in this operator which bears 
closer examination. The value D is an indicator of the 
likelihood that element e is an edge element. The equation 
for D indicates that D' might possibly be a negative value. 
Thus, it is reasonable to assume that either Dx and/or Dy 
may take on negative values. Therefore, it is possible that 


Dx=4, and Dy=-4. With these values one notes that D'=0, 
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indicating no edge, but it is obvious that these values 
represent a strong diagonal edge, which should be recognized 
by the operator. To correct this situation, it is suggested 


that equation (13) for D' be restructured as follows: 


D'=(({Dx|+{Dy|)/3 + Kb (Kb=constant). (13a) 


It can be seen here that Kb is a negative valued constant 
which allows the edge threshold to be set at zero. In 
addition, one notes that the gradient direction K takes on 
real values from 0 to 19, where possibly 20 discrete 
gradient directions were intended. Division by zero in the 
calculation is also normally handled by ordinary arctan 


functions. 


With these alterations and assumptions one notes that 
the range of D' straddles zero, with zero being the 
threshold value. Any change of this threshold is 
accomplished by changing the bias in the equation for D! 
rather than changing the threshold itself. The bias value 


is, of course, Kb. 


Now consider the action of this operator on vertical 
(horizontal) and diagonal edges to determine its effective 


isotropy. An ideal horizontal edge is provided in Fig. 11. 
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Note that: 


Dx=((13)- (13) ) =0 
Dy=((9)- (15) )) =-6 
Alpha=arctan (-6/0) = 3(pi/2) 
D'= (6/3) +Kb=2+Kb. 


Assume that Kb=-1. For the sake of reasonableness, it must 


Fig. 11. An ideal horizontal edge 


be set at some negative value, and yet it should allow a 
relatively strong edge to pass the threshold easily; 
certainly the present edge is strong. Then we have: 

D* = 24(-t) = 7 and, 


K = (20/pi) *Alpha = 10 (mod 20). 


An additional computation with an edge of the same strength, 


but oriented diagonally shows that D'=1.666. 


This comparison shows again that isotropy is hampered 
by addition of horizontal and vertical values. The diagonal 
edge gives an edge indication which is 66.6% more positive 


than a horizontal one of equal step height. 
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As Roberts [36,p.50] has observed, the case for some sort of 


root operation on the orthogonal values is warranted. 


Computing the speed of the operator, note that the 
calculation of EM (i.e., D') requires ten additions, two 
subtractions, one division, twelve memory accesses, one 
absolute value operation, and one comparison for 


approximately 42 CTUs. 


To mechanize the calculation of the gradient 
direction requires one division (Dy/Dx only, since the 
remaining division by pi would be stored as a constant), one 
multiplication, one MOD 10 operation (one division by ten, 
and one storage access on the remainder), plus the time 
taken for an arctan operation (typically 11 CTUs). 
Therefore, the total time for calculation of K is 32 CTUs. 
Thus a complete operation would consume 74 CTUs. However, 
the inclusion of gradient K calculations will undoubtedly 
speed up a later stage in the pattern recognition process. 
information is available concerning the probable direction 
of prospective edges. Thus the extra 32 CTUs are, in fact, a 
bonus. With 42 CTUs remaining, it is obvious that this 
method is comparable to the speeds of the other local edge 


Operators. 


Because 8 of the 9 pixels in the examined picture 
segment are used in the edge calculation, this operator is 


less susceptible to false alarms (i.e., detection of an edge 
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element where none exists). Indeed, with the derived 
directional information from the arctan operation, it is 
possible that a lower threshold can be used (i.e., an 
increased value of Kb) to detect weaker edges, where other 
methods would necessarily have to maintain higher 
thresholds. This operator requires space to store its binary 


edge matrix, plus the code for the operator itself. 


It must also be mentioned here that the Shirai-Tsuji 
Operator seguentially follows the action of their own unique 
noise filter. The filter selectively and successively 
adjusts the various grey levels of the 3 x 3 picture segment 
using heuristics (which are not discussed here) that 
Maintain the resolution of polyhedral shapes while weakening 
and smearing others. Therefore, the edge detector is 
designed for a noise-free environment; however, the 


criticism of anisotropy still holds. 


tatistical Differencing 


As Rosenfeld [38,p.100] points out, "Rather than 
differencing by simply subtracting the (average) grey levels 
in two neighboring regions ...one can compare the FREQUENCY 


DISTRIBUTIONS of the grey levels in the two regions". 


Under the general heading of statistical 
differencing, several related methods can be found; however, 
they are sufficiently unique to bear individual attention 


here. The statistical modified LaPlacian [38] modifies a 
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LaPlacian-like operation on a picture segment and includes a 
standard deviation measure to detect edges. The 
distributional differencing method examines a histogram of 
the pixels from two picture regions to determine 
dissimilarity, and thus gains an indication of edge 
likelihood. Griffith's method [13] introduces Bayesian 
probability along with statistical procedures to perform 


edge detection. 


Statistical Modified Laplacian (SML) 


It has been suggested [38,p.100] that a useful way to 
implement the concept of frequency distribution of grey 
levels would be to assign edge merit to a pixel p(x,y) in 
direct proportion to the function (f-Av)/s, where f is the 
value of p(x,y), Av is the average of all p(i,j) ina 
normally symmetric neighbourhood N around p(x,y), and s(x,y) 
is the standard deviation over this neighbourhood. This 
method is arbitrarily named the Statistical Modified 


LaPlacian because of its characteristics. 


This operator can be justified intuitively on the 
grounds that the function increases in value as the value of 
a point increases over the average of its neighbouring 
points (thus indicating a high point, or micro-edge), and is 
restrained in value if the standard deviation indicates that 
there are many points surrounding p(x,y) which are far from 
the average (thus indicating a 'noisy' neighbourhood). This 


is illustrated by the 3 x 3 picture segments in Fig. 12, and 
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then compute EM = (f-Av)/s. Note that the standard deviation 
for\ Figs t2asis 1:0, -and thus the» EM. is«15425.) Howeverjpefor 
Fig. 12b s=1.59, and EM=.708. Therefore, with the same 
average value over a neighbourhood, and with the same 
central pixel value, a higher edge merit indication is 
obtained from the segment which is subjectively more 


edge-like. 
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Fig. 12. Edge examples for the 
Statistical Modified LaPlacian 


An argument against this approach is illustrated by 
Fig. 13. It is noted that EM=1.125, but the segment is not 
impressive as being edge-like. Yet the EM is the same as the 
one with definite edge-like gualities (i.e., Fig 12a). This 
ambiguity is due to the fact that computations for standard 
deviation do not concern themselves with the position of the 


samples relative to their neighbours, only with the values 


the elements are of prime importance in edge indication. 
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A method which takes into account the relative 
position of the elements in a picture segment is proposed in 


Chapter 3. 


Assuming a squared threshold, a neighbourhood of 9 
elements, and considering that each element must be accessed 
twice, then a speed of 111 CTUs is estimated. Much of this 


time is spent computing s**2 (approximately 72 CTUs). 


Fig. 13. False edge detected by SML. 


Muerle and Allen [31,p.3-15] use a variant of the 
Kolmogorov-Smirnov two-tailed hypothesis test to indirectly 


determine edges in scenes. 


Briefly, this hypothesis test confirms that two 
independent sample sets have been drawn from populations 
having the same statistical distribution. Utilizing this 
test on the grey levels of a scene should then enable one to 
determine if two independent (but neighbouring) sets are 
likely to be part of the same object. If the test strongly 


rejects this hypothesis then one assumes that the sets are 
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from different objects, and the pixels on the border between 


the sets are indicated as edge elements. 


To determine the similarity of the two sets, one can 
construct the cumulative probabilities for both sets, then 
take the maximum of their positive differences as the EM. If 
this EM exceeds a prescribed threshold, the sets are from 
different objects. As Muerle and Allen have determined, this 
method gives mediocre results, since the maximum difference 
between the two sets (each containing only one value of grey 
level, and also differing by only one grey level) may be 
very large, which is misleading and can indicate gross 
dissimilarity. In this case, one would probably want to show 
both sets as part of the same object, but no meaningful 


threshold would allow this. 


Improved results were gained by using "...the average 
magnitude difference between the two cumulative 
distributions...rather than the difference at any point 
---"[31,p.10]. This average was approximated by determining 
the area under the positive difference curve for the two 


distributions. 


Great difficulty was experienced [31] with pictures 
which were composed primarily of edges (e.g., alphabetic 
characters) since the compared sets of grey levels had no 
distinct distributional differences (i.e., the backgrounds 


are the same on both sides of the ‘edge! of a character). 
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Muerle and Allen give no implementable algorithm in 
their paper, and so a speed check on their operator cannot 
be easily performed; however, an estimate for one local 


operation can be made. 


With m levels of quantization, assume that one of the 
sample sets has its cumulative probability values stored, 
and that a neighbouring set of n elements is to be compared 
against these values. A rather detailed calculation shows 
that approximately mn+10(n+1) CTUS are reguired for n**.5 
edge indications (i.e€., assuming square neighbourhoods of 
n elements, one is normally concerned with the ‘root of n'! 
elements along the border). For m=16 and n=4, a speed of 114 
CTUs results---slow compared to most of the previous 
methods. The adjustment of the stored values is additional 
(which prepares for the next local operation), if the 


regions are found to be from the same object. 


The setting of the threshold was another troubiesome 
aspect for the designers [31,p.12] "Further, we feel that 
the optimal threshold is a function of the mean and standard 
deviation of the grey levels in the pattern scene to be 


processed". 


Their conclusion concerning threshold requirements is 
strikingly related to the foundations of the Statistical 


Modified Laplacian method discussed previously. 
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An argument which weighs strongly against 
Distributional Differencing is the same one used against the 
Statistical Laplacian, i.e., insufficient note is taken of 
the relative position of grey levels in a set, only their 
relative values. A picture segment could easily be 


constructed to illustrate this. 
Griffith's Method 


A somewhat more complex distributional method will 
now be briefly discussed. Lesser attention is given to this 
algorithm because of its less than optimal results on a 


restricted class of edge types. 


Bayesian probability has been used [13] to develop an 
operator which is positive for narrow highlights, in 
addition to a class of edges which can be qeccribed as 
cliff-like. A highlight is described as an anomalous 
intensity value between two equal intensity values. Thus we 
would have a 'crack' of light between two black areas, or a 


dark line between two lighter regions. 


Although the development is guite complex, it is 
apparent that this operator can be mechanized without too 
much difficulty. The intention is the design of a non-local 
Operator, but seemingly valid comparisons are made against 


local operators by first truncating portions of the new 
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Operator to simulate the local effect. With this adjustment, 
the operator takes on the following form: 
EM = R" + Ka2 - MIN(R,R‘) (17) 


where: 


R is a measure related to the highlight similarity 
of a region, 

R' is a measure related to its edge similarity, 

R" is a measure of its homogeneity, 

a is a measure of the local gradient, 


K is some constant. 


Fach term under the MIN function in the above formula 
represents a different type of edge that the operator is 
sensitive to. Thus it is seen that this particular operation 
is positive to, or is concerned with, cliff-type edges, and 
peaks. Griffith [13,p.25] also mentions a simple 
generalization scheme to enable profiles of other types of 


edges to be incorporated into the equation. 


Comparisons with the Roberts Operator and the 
Herskovits Operator using representations of six different 
edge types show that it is [13,p.25] "...twice as sensitive 
as the Roberts operator..." and "...slightly more 
sensitive..." than the Herskovits operator. Griffith 
mentions that 500 microseconds was used to perform one local 
Operation. Compared to the methods mentioned previously, 
this is much slower. This statement must, however, be 


tempered with the knowledge that Griffith's time is 
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‘actual', and is not calculated using the procedure of this 
thesis. He concludes that his operator has a "...marked 
superiority...providing the cost of obtaining intensity 
values is considerably greater than the cost of 


computation."[{ 13,p.26]. 


It is of slight concern that he appears to modify the 
Roberts operator for his comparisons. It is noted that 
Roberts uses the square root of the intensity values as 
input to his operator, whereas Griffith uses the natural 
logarithm of the intensity values as input to the Roberts 
Operator. Since both operations (ln and root) have similar 
effects, it is unlikely that the results of that comparison 


would be made invalid. 


II. Quasi-parallel Methods 


This section concerns recent methods of edge 
detection which cannot be classed as local, yet which are 
exceedingly far from the concept of parallel detection. One 
can refer to this class of methods as quasi-parallel, 
meaning that the operator assigns edge indications to more 


than one pixel with each application. 


It was mentioned earlier that parallel processing 
techniques for edge detection are currently being emphasized 


over sequential methods. To a large extent this change in 
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emphasis has come about because of the increasing 
availability of parallel processors [29], or at least the 
use of their simulation languages (e.g., PAX II) [32,21]. It 
is probable that the properties of the mammalian eye have 
made this continuing change toward parallelism seen 
logically reasonable, since it is obvious that edge 
detection, if done in the neuronal network of the retina (as 


seems to be the case), is done in parallel. 


Although one assumes that edge detection is 
accomplished by some sort of parallel processing within the 
human eye, being more specific as to detailed technigues is 


adifficult. 


The experiments carried out by Lettvin et ali [25] on 
the frog, and by Hubel and Wiesel [19] on the cat have not 
been duplicated on humans. One can only suppose that the 
human eye performs edge detection in a fashion Similar to 
that of the lower mammals (a perhaps unreasonable 
supposition, considering the structural differences). Thus 
the quasi-parallel methods to follow use techniques not 
founded only upon the human visual operation (whatever that 
may be), but instead are based on mathematical heuristics 


for measuring differences across large areas simultaneously. 
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Manfred Hueckel [20] has designed an edge operator 
which examines an arbitrarily large area of a picture matrix 
in a single operation. Typically, the number of elements 
analyzed at one time is chosen from the following: 
32,52,69,88,137. These pixels are organized into an 
approximately circular region. Indeed, each of the numbers 
just mentioned represents a number of pixels which can be 
arranged into an array which more closely resembles a circle 
than some other number within the range of the set. Pingle 
and Tenenbaum [33] use this method as a coarse basis for 


their accommodating edge follower. 


Using spatial filtering technigues, an edge which 
appears to pass through the centre of the input ‘disc' can 
be thought of as the zero crossing of a brightness wave. The 
wave's maximum would appear on one side of the centre, the 
minimum on the other. Then as far as the operator is 
concerned, an edge can be detected if the operator is able 
to produce a matching wave whose orientation, amplitude, and 
wavelength differs minimally from the input wave(edge). This 
matching wave must also have absolute characteristics which 


are above some arbitrary threshold. 


It is felt [20] that wavelengths three octaves higher 
than the diameter of the input disc should be discarded as 
high frequency ‘noise'. With a low pass filter, the eight 


lowest Fourier components are singled out, and the higher 
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components are discarded as being representative of noise. 
In this fashion only edges whose size (width) is comparable 
to the size of the input disc are allowed to pass. In 


particular, highlights, cracks, and micro-edges are lost. 


Hueckel attempts, through abstract mathematics, to 


mechanize the following postulates: 


a. The importance of the input data decreases towards 
the periphery of the disc. 

b. An operator which locates edges need not be 
sensitive to noise of high spatial frequency. 

c. An operator which locates edges by its nature is 
sensitive to noise of low spatial frequency. 


d. The operator's computing time should be minimal. 


A set of four functional equations were developed to 
satisfy the above postulates. These equations (not yet 
published) uniquely determine a matrix of constants H(ip). 
Letting D be the input disc composed of elements p, each of 
grey level Ep, then: 

a(i) = H(ip) *Ep, Lonel y=20 pee (18) 
One notes that a set of eight numbers is developed. This set 
is mapped into a 6-tuple (c,s,r,d,b,k), whose elements can 
be understood intuitively from the following: 

a. cxtsy<r defines the brighter of two regions whose 


common boundary is an edge in the input disc. 
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b. cx+tsy>r defines the darker of the two regions 
mentioned above. 

c. The element b is the average grey level on the 
brighter side of the boundary. 

d. The element d is the incremental grey level that 
must be added to b to equal the average grey level 
on the darker side. 

e. The element k is the ‘edge signal-to-noise ratio', 
i.e., the credence that is assigned to the edge 


described by (c,sS,r,b,d). 


It is clear that the above 6-tuple defines an edge. 
The parameters of this edge are produced as a result of 
Minimizing the Hilbert distance between the set of a(i)'s 
developed from the edge input data and a set of numbers 
developed from an ideal edge. When the ideal edge and input 


edge data match closely, the operator outputs (c,s,r,d,b,k). 


Hueckel claims a speed advantage over other 
(unspecified) methods of from 16 to 81 times, and states: 
"Both its speed and reliability are based on the 
comparatively large size of the input area."(20,p.5]. As an 
example of its speediness, it is affirmed [20] that an input 
disc of 52 pixels can be processed in 1/100 seconds on a 
PDP-10. This is approximately 10000 CTUs per local operation 


but, because of Hueckel's method of ‘stepping across the 


eu —_ an 


_maaotpe1 ows a oO te — 


+ \ 


7 


. ate hy ove . 
: aan re > 2 - 
ads sa tates year epst? pad — oo, 798 
. ui 


v3 shaw ads 0 — is 


Bi 


jod*t Level yeitp Ind nemorsitk pers ai iL 


level ye1p epsieva ont [supe of at hs 


ani lab ( ‘= ft af t 
; ¢€ | => iy i) me) oO Tg z L 2 

r ; Pace, v Ls ae 7 
st ue) to 2 d+ deovied soavateth F2edL2R ods paisi@ iain 

- 7 7 7 : 
jes se hn ateb thant spbe sAict oo? hego ‘avel 

- : 
J ‘i Lj f j ‘ . a4 is oh. E ne wout & of SS Ley 


a > 


spetieths boage s anislo lefoeck 


/ 


; = 
sasis? 18 wowts TS of 4f word Yo eabottem, Gekz 
A» “ 
* ‘ e 4 a a _ 
betad sis Ytilideife1 bas bey 
s 
: sf — 4 yw, ne fvant ena 1 ro § 
truant as Y a | | Homeetis ef 7i ,e@enen 


: _ 
6 10 #baoo@~ea OOTN\E af Se2eo5o7q ea eS wie [2 fo 
f : 7 a = ¢ Sar) or 
iteaeqgo Lesol t9q 20RD GOGOF ieteureagqe at ahd ye 


) a eee 
sit anzotos 'pniggese’ I0 boiten ot oe a 


a - a — 


50 


picture matrix, this time is effectively reduced to 400 
CTUs, still considerably greater than previously mentioned 


methods. 


If the time given is correct, then there must exist 
other reasonable methods that are 16 times (at least) 
slower. Thus, there must be a method which take at least 


6400 CTUs per pixel for edge detection, a suspect result. 


Aside from the contradictory speed results, note that 
the operator is isotropic in operation, and being much more 
sophisticated than many others, uSes more storage for its 
Operation (approximately 100 FORTRAN statements), in 
addition to the data structure needed to hold edge 
information (approximately ten percent of the picture 


storage area). 


Schubert [43] has noted that in [20,p.9], composite 
edge results (i.e., a line drawing) show that sharp curves, 
and thin lines are missed by the operator, and abruptness of 
edges is shown with much less differentiation than the eye 
can discern. Of course, Hueckel can deal with this problem 
by using a smaller (and hence higher-resolution) version of 
his operator in addition to the larger one, but this would 


aggravate the time problen. 


The width of edges detected by the operator, being 
responsible for its speed (or lack of it), is undoubtedly 


also responsible for the above deficiencies. 
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Rosenfeld [40] states that "A complete edge detection 
system should employ, at each point, pairs of neighbourhoods 
of various sizes and at various orientations; the largest of 
these should have size comparable to that of the entire 
picture", This conclusion is based upon the assumption that 
in most pictures there exist varying ‘sizes' of edges, some 
quite wide, some narrow. To detect a wide edge (e.g., 
between two large smeared areas), the grey level averages 
must be determined over relatively large areas in order that 
a correct decision be made. Thus, large pairs of 
neighbourhoods are used as data input to a large (or wide) 
edge detector. An analogous reason could be stated for the 
justification of small neighbourhoods as input to a small 


(micro-edge) detector. 


A reasonably simple technique is used to implement a 
parallel processing capability and make use of multi-size 


neighbourhood operations. 


If a picture matrix is shifted to the right one 
element (i.e., a shift that is analogous to a machine 
language shift instruction, whereby zeros are brought in 
from one end of a word, and bits are lost at the other), and 
then added to itself, the result is that each element is the 
sum of the original element in its location plus the element 
in the neighbourhood to its immediate left. If one now 


shifts this 'summed' picture TWO places to the right, and 
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again adds the picture to itself, the result is now that 
each element is the sum of the original element in the 
location plus the three neighbours to its left. 
Generalizing, K right shifts and additions suffice to add up 
the 2**K grey levels to the left of an element (including 
the element itself). Because the number of terms in each 
element sum is a power of two, it is very convenient to find 
its average: a simple left shift of the binary point K 
places transforms the sum into the grey level average of its 


constituents. 


It should be noted that, as intermediate steps, the 
grey level sums have also been computed for all 
neighbourhoods 2**H elements long, 0 < H € K (here H = 0 is 
the original picture itself). One could, at any stage in the 
shifting process, compute averages as above. The computation 
of averages at small K and then later at large K produce the 


input for the large and small edge detectors respectively. 


To compute an array of EMs from the array of 
averages, a shift of 2**K places, and a subtraction 
operation is required. The result is an array of 
differences. This array of differences can then be scanned, 
suppressing all but the maxima over the matrix; or, the 
outputs of the large and small edge detectors can be 
multiplied, which effectively Sharpens the edge. 

Rosenfeld [40] has noted that it is unclear why this 


multiplying operation should be so effective. In any case, 
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this penultimate result can then be thresholded, to yield a 


binary image which indicates edges. 


The extension of this method to square neighbourhoods 
(rather than linear) is made possible by alternating the 
rightward shifts with downwards shifts, so that the total 
number of shifts and adds is 2K. The result is that the sum 
in any element a(i,j) of the array A is the total of all the 
elements in a 2**K by 2**K square of the original picture P 
with p(i,j) being the lower righthand corner element of the 
square. Averaging and thresholding is carried on in a way 


analogous to the linear case. 


This method is characterized by: 

a. Efficiency (as a result of parallel processing). 

b. A capability to detect a broad range of edge 
widths. 

c. A somewhat lesser capability to detect a textural 
boundary where the regions concerned may have 


identical grey level averages. 


The benefits of this technique are attained at the 
Cost of: 
a. The need for highly sophisticated computer ware, 
both hard and soft. 


b. Some ‘squaring off' of curved edges. 
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c. Increased 'noise' in detected edges, resulting 
from the use of parallel techniques which, by 
their nature, cannot use sequential edge-following 
techniques, with cleaner results. However, this 
susceptability is probably more than balanced by 
the operator's capability to ‘average out! noise 
by carrying out computations over large segments 


of the picture matrix in one step. 


It must be finally noted that the efficiency 
mentioned above for parallel processing can only be fully 
realized with a truly parallel processor. Simulation of this 


processor does not provide savings in CPU time. 


The use of storage on implementation of Rosenfeld's 
method would appear to be less efficient than other methods 
Since a requirement exists for three images of the picture 
to exist at one time, thus limiting the absolute region size 


for any one examination. 
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Several methods of edge detection have been examined. 
They range from rudimentary gradient measurements over a 
tiny picture segment to complex mathematical operations over 
a large portion of a picture. In several cases it was shown 
that contradictory results can be obtained, i.e., results 
that are intuitively incorrect. Whether these wrong 


indications are statistically serious is a moot point. 


Using the least complex versions of the operators, 
the LaPlacian was the fastest, followed very closely by the 
Roberts and the Gradient. Farther back came the Herskovits 
and the Shirai-Tsuji operators. The statistical methods were 
much Slower (e.g., the SML consumed 111 CTUs) since their 
Operations are more complex. If Hueckel's calculations are 
correct, and understood properly, then his operator is the 


slowest. 


All of the operators have difficulty with a correct 
isotropic response, but the inclusion of more complex root 
operations (rather than the faster absolute value operation) 


would improve this characteristic. 


Each of the detectors is partial to specific types of 
edges. The Roberts favours narrow edges of the step type, 
the gradient--steep, broad edges, the LaPlacian--thin 
ridges. The perfect step edge is indicated best by the 


Herskovits. The SML appears suited to noisy ridge edges. 
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Analytical judgments on the remainder are difficult. 


Storage costs for each of the operators turn out to 
be relatively unimportant when one considers the size of 
picture matrix that must be maintained in core memory for 
edge operations. However, it is noted that Hueckel's method 
takes 100 FORTRAN statements, which is likely to cramp the 
capacity of a small computer (which has to accommodate 


portions of the picture matrix besides). 


All of the operators suffer in the presence of noise, 
but it would appear that Rosenfeld's method can tolerate 
noise better than the remainder, since it is able to work 
large segments of the picture at once, and thus 


"average out’ noise contamination. 


Aside from Rosenfeld's method, none of the operators 
seem to have the flexibility to easily change their segment 


size dynamically during an edge operation. 


The above results lead to what is perhaps an obvious 
conclusion: determination of the best operator is not 
picture, and has recognized criteria for determining 
"goodness!'. Chapter 4 proposes such a picture, and 
introduces numerical measures to grade the merit of an edge 


matrix. 
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It was noted that statistical methods fail to 
recognize the position of pixels within a picture segment. 
It seems plausible that the incorporation of some positional 
measure within a statistical procedure would result in an 
effective edge detector. Chapter 3 is directed towards the 


development of such an operator. 
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Chapter 3 


ANOTHER EDGE DETECTOR 


The preliminary examination conducted on several edge 
Operators in Chapter 2 indicates that improvements could be 
made to the standard methods, or possibly that a new and 
better local edge detector might be useful. This chapter 
concerns the development of an edge algorithm based on a 
measure of order found in the regions adjacent toa 


Suspected edge. 


Chapter 1 defined edge detection in terms of the 
probability that some element p(i,j) was on the border 
between two regions. Then, given two and only two contiguous 
regions in one's field of view, it seems mandatory to assume 
the presence of one edge, and thus at least one edgel. In 
other words, identifying two and only two regions in one's 
field of view is equivalent to identifying one edge in that 


field. 


In a one-dimensional binary matrix, such as 
00001111000110, note by the above statements, that the five 


binary regions produce four edges. On a more local 
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examination, to wit: 011, two regions are noted, and thus 
one edge. Since this is a one-dimensional picture only one 
edgel per edge is possible. We would normally assign the 


central pixel of the examined area as the edgel. 


In the above examples there was no doubt involved in 
our identification of a region; however, there is also no 
doubt that the converse is the norm. One is usually 
uncertain, to some extent, in the categorization of some 
area as a 'region'. This uncertainty must therefore extend 
to the identification and labelling of the associated edge. 
Thus one can say that: the degree of certainty with which 
one identifies two and only two regions in the field of view 
corresponds to the degree of certainty that one edge is 


present. 


Further sections in this chapter will develop this 
degree of certainty into an algorithm for edge detection, 
both in the binary and the grey level matrix cases. This 
measure will take the form of a difference sum, DS; whereby 
the sum of absolute differences of pixel values across a 
picture segment will be suggested as being inversely related 
to the probability of the presence of an edge oriented 


orthogonally to the scan. 


For the purposes of this chapter those subsets of 


picture matrices whose grey levels satisfy some spatial 
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Statistical distribution criteria, and whose elements are 


edge-wise contiguous, will be distinguished as ‘regions’. 


Binary Regions 


A binary region is characterized by the presence of a 
subset of ones and zeros, whose quantity ratio is prescribed 
by the statistical constraints for that region. For example, 
one might insist that the regions contain exclusively ones 
or zeros, thus forcing a uni-modal distribution over the 
region. On the other hand, the definition of an even mixture 
of ones and zeros as characterizing a region would give rise 


to a balanced bi-modai distribution. 


Using a uni-modal distribution to detect edges would 
require the satisfaction of that criterion over two adjacent 
areas each with a different binary value. For example, it is 
an easy matter to; 

a. Examine one area and determine its distribution as 
uni-modal in ones, then declare it to be a ‘1! 
region. 

b. Examine an adjacent area and determine it as 
uni-modal in zeros, and declare it as a '0! 
region. 

c. Conclude that there is an edge between these two 
regions. 

d. Assign an edge indication to some element(s) on 


the border between then. 
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Note that one might observe both of the above areas 
at once under bi-modal distribution criteria. The 
confirmation of bi-modality would again seem to indicate the 
presence of an edge. The obvious danger of this more 
efficient method is illustrated in Fig. 14 below. Note that 
both regions are balanced bi-modal, but only Fig. 14b 


contains one edge. Therefore, confirming a balanced bi-modal 
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Fig. 14. Balanced bi-Modality 


distribution is not enough. One must ascertain that each 
arbitrary extent) in order for an edge to be indicated. Chow 
and Kaneko [3] measure the variance of the neighbourhood 
surrounding a point to determine bi-modality, but do not 


check the order of clustering of this neighbourhood. 


Dacy and Tung [6,pp.84-85] list three methods for 
identifying randomness in point patterns. To detect the 
degree of clustering they prefer their ‘Order Method', which 


amounts to measuring the distance to a point's nearest 
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k neighbours, for all points in the examined area. The 
variability of this distance measure is shown to be 


proportional to the randomness of the distribution. 


There are computational and efficiency problems with 
this method. One must select k properly, define ‘distance!, 
and compute this distance kn times. Finally, a variance 
calculation is done and compared against some criterion of 
randomness. The CPU time taken for this operation is a 
function of the density of the neighbours in the pattern, 


and is thus unpredictable from pattern to pattern. 


These problems lead to the proposal of a. sub-optimal 
procedure to indicate the degree of ‘randomness! in a point 
pattern distribution. This disorder is then related to the 
number of edges in the pattern. The procedure is sub-optimal 
in that texture shows a high degree of disorder, and will 


tend to cause edges to be missed. 


The Difference Sum Measure of ‘Disorder! 


The Difference Sum (DS) over an m x m binary 


sub-matrix B is computed as; 


DS = HDS + VDS (19) 
where HDS = SUM([b(i,j) - b(i-j-1) 1), and 
VDS = SUN ([b(i,j5) -°b(i-Te5) Ph) 


where, SUM represents discrete summation; 
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In words, HDS in (19) is computed by summing the absolute 
differences between all pairs of horizontally adjacent 


pixels. In an analogous manner, VDS is calculated. 


Considering the extent of clustering or grouping of 
identical values in a binary matrix as a reflection of the 
degree of ‘order in the matrix, it can be seen that DS is 
inversely proportional to that order. For example, consider 
the one-dimensional matrix 00001111. Here is maximum 
clustering, reflected by a DS of 1. On the other hand, 
01010101 shows minimum cluster size with DS=7. There is an 
identity relationship, implied by the definition, between DS 


and the number of micro-edges (not edgels) in the matrix. 


Given a balanced bi-modal distribution over an m x m 
binary matrix, it is clear that DS cannot be less than ao. 
Consider Fig. 15a below. There is no other configuration 
that will reduce the number of 1-0 pairs to less than m=4. 
Note that the number of micro-edges formed is identical to 
DS, and is also a minimum. Fig. 15b shows another balanced 
bi-modal distribution with DS=6. In this pattern the 
grouping of 1's is slightly less pronounced. Therefore, 1/DS 
length of the border between the two binary values. Given 
balanced bi-modality, 1/DS will be taken as proportional to 
the probability of the existence of two distinct adjacent 
regions within the pattern. From a previous paragraph, two 


distinct adjacent regions give rise to one edge. 
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Fig. 15. Degree of clustering 


At this point it is noted that straight 
diagonally-oriented edges, although intuitively as 'sharp!' 
as vertical or horizontal edges, are not as positively 
indicated by the DS measure. In fact, the DS computation 
indicates a diagonal edge to be 1/3 weaker than the same 
step edge oriented vertically (horizontally). This 
anisotropy is highly undesirable, and will be largely 
countered by ‘tunbalancing' the modality measure when a 
diagonal edge is suspected (i.e., when VDS=HDS). This 
unbalancing reflects the difference in the size of two 
regions separated by a diagonal edge, when the area examined 


is square. 


To measure the balance of a bi-modal distribution one 
could define some simple linear measure. For example, 
compute the frequency f of occurrence of one binary value 
within a pattern of n elements; then the function 


(n/2) - | (n/2)-f] is linear, and peaks at n/2. However, to 
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provide a Sharper cutoff (and consequently narrower edges), 
and to accommodate the need for a slight imbalance by 
diagonal edges, the following non-linear general function is 
proposed: 
£(2on-7 ft) 

elements of frequency f. 
Since the derivative of the above function with respect to f 
is 2s-2f, it is a maximum at f=s. If one desires an exact 
balance, then the general formula transforms to f(n-f). 
Using a 4 x 4 sub-array size, £(16-f£) results. For diagonal 
edges in this same array, a reasonable choice for s is 10. 


Our slightly unbalanced modal measure then becomes f (20-f). 


From the foregoing one can consolidate the formula 
for the edge merit (EM) of an arbitrary (but usually 
central) pixel of an m x m sub-matrix B as: 

EM = £(2s-f)/DS (20) 
where s is the desired number of elements within the 
region, f is the actual frequency derived, and DS is 
the difference sum measure. Note that the constant 1 
in the function 1/DS (mentioned earlier in this 
section) has been replaced by £(2s-f) to account for 
DS near zero over a highly unbalanced bi-modal 


region. 
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for Binary Matrices 


The following procedure will transform the n x n 
binary matrix B into an edge matrix by determining the 
existence of a binary edge element (bedgel) centred on an 
m X m Sub-matrix (with origin(i,j)), then indicating the 
type of bedgel (horizontal(1), vertical (2), or diagonal (3) ) 
at b(i,j) by comparing the vertical and horizontal 
difference sums (i.e., VDS:HDS). ASsuming m=5, an edge at 
(i+INT (m/2),j+ INT (mM/2), i.e., (i+2,3+2) , would be indicated 
at (i,3), thus overlaying the binary matrix with the edge 
matrix, and so conserving storage. The following equation is 
then derived: 

b(i,j) = (lor2o0r3) if EM(i+t2,j+2)=f£(2s-f) /DS > T 

= 0 otherwise; (2 

EOL ips) = Veep ope ego (1 2e.,,0n- nt tT) 
where the ideal threshold T(hv) < (m*¥*3)/4 
for suspected horizontal (vertical) edges and, 
T(d) < m2(m+1)2/(8(m-1)) for suspected diagonals; 
and where the positive value derived (1or2or3) 
depends on the orientation of the detected edge 


(as determined by the ratio VDS:HDS). 


With FORTRAN-like notation (e.g., 3*4 means 3 times 4), 
efficient mechanization of the above procedure results in 
the following algorithm: 

a. Initialize variables: 


M=mn*m,MMRT=M+ (M**.5),T (hv) ,T(d) ,EPSLON. 
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b. Go to first(next) sub-array location, or STOP. 
c. Over each m X m Sub-array (origin at (i,j)) 
computes: 
£,VDS,HDS,M-£,MMRT-f£,DS,T (hv) *DS,T(d) *DS, 
and D = m(mt+1) /2. 
d. b(i,j) = 0 
e. If£(£*(MMRT-f) .LE.T(hv) *DS) Go To b. 
f£. If (ABS(HDS-VDS) .LT.EPSLON) Go To k. 
g. If (f£* (M-f£) .LT.T(hv)*DS) Go To b. 
h. If(HDS.GT.VDS) Increment b (i, j) 
i. Increment b(i,j) 
i; .GoeToRb- 
k. If(£*(D-f£) .GE.T(d) *DS) b(i,j) =3 
L. GonToib<. 
Note: The constant EPSLON determines if the prospective edge 
is likely to be a diagonal. If the m x m Sub-array is small 
(i.e., about 4 x 4), then T(d) is essentially equal to 


T(hv), and a more efficient algorithm becomes possible. 


Examination of the above algorithm shows that b(i,j) 
will be marked as 0,1,2,3; indicating no edge, horizontal 
edge, vertical edge, or diagonal edge, respectively. An 
algorithm similar to the one developed above was implemented 
in FORTRAN IV and tested on a binary matrix Similar in form 
to the reference picture REFPIC shown in the photographs in 
the next chapter. The matrix had salt and pepper noise 


added, and also included various amounts of blurring. 
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The algorithm was implemented using two different 
area sizes, and two different thresholds (for noisy and 
ideal edges). The results of that preliminary test showed 
that: 

a. The edge matrix produced was a reasonable 

representation of the expected edges. 

b. AS was expected, the size of object whose edge is 
detected is a function of the sub-matrix check 
size. 

c. Noise caused minor to moderate errors in the edge 
matrix. 

d. The threshold needs only to be a function of the 
noise expected. 

e. CPU time consumed, for a 3 x 3 Sub-matrix size, 
was 716 microsecs/bixel. In CTUs, the time 


estimate was 242. 


An Application 


The binary algorithm developed above may be used in 
the production of map contour curves. A binary matrix 
(indicating the z-coordinate levels to be outlined) would 
serve as input. The output contour (edge matrix) would serve 
as input to some graphical display, or could be manipulated 
by pattern recognition routines. These operations would be 
greatly eased by the intrinsic directionality of the edge 
markers, since they would serve as valuable input to 


edge-following algorithms [42]. 
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Other methods of performing binary edge detection, 
e.g., the Gradient or the Laplacian, are not as easily 
convertible to different area sizes, or as insensitive to 
noise (since all the pixels in their sub-arrays are not 


normally accessed during one local operation). 


Grey Level Regions 


A grey level region is characterized by integer pixel 
values whose range over all regions is commonly 0 to 63, and 
over one region is defined by the prescribed statistical 
constraints for that region. For example, one might insist 
that a grey level region be comprised of grey levels whose 
values are identical, with a resulting sharp uni-modal 
distribution. On the other hand, one might weaken the 
criteria for region definition to the extent that the 


distribution would be mesokurtic-shaped or even flatter. 


Arguments similar to those used in the section on 
binary regions again lead to the proposal of a sub-optimal 
procedure to indicate the ‘degree of randomness! in the 
statistical distribution of a grey level pattern. This 
disorder is then associated with the likelihood of the 


existence of an edge therein. Again, it is textured regions 


that result in the sub-optimality. 


Two versions of the procedure are presented here. The 
first is measureably faster, and less complicated; however, 


it lacks in flexibility, and is weak with diagonal edges. 
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The second, since it is a direct outgrowth of the binary 
algorithm, must treat each of the grey level values as one 
of the two binary values, with resulting complications in 
making that decision. However, ease in selecting the balance 
of the bi-modality desired, and in emphasizing diagonal 
edges, along with more freedom from noise effects, seem to 


make this second method worthwhile. For convenience, refer 


emphasized here that both methods use the Difference Sum 


postulate explained earlier. 


No computer algorithm will be given for the two 
methods since the mechanization is straightforward and 


Simple. 


This algorithm uses two measures: 

a. Mean Deviation(MD): is the average difference of a 
set of n numbers from their arithmetic mean. This 
measure emphasizes the degree of separation of the 
elements on one side of the average from those on 
the other. Given a range of n elements from a 
through b, the MD maximizes with n/2 a values and 
n/2 b values. Thus, it peaks on a balanced 
bi-modal distribution with widely separated modes, 
and with a given range. This last qualification 


means that two different ranges could have the 
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same MD but have a markedly different modality 


characteristic. Additionally, there is no easy way 


to 'tune' this measure to peak on diagonal edge 


distributions. These liabilities, however, are to 


a degree counteracted by the next measure. 


b. The Difference Sum(DS): is, as mentioned 


previously, the sum of the positive differences 


across a pattern in the horizontal direction 


(HDS), and in the vertical direction (VDS). The 


measure 1/DS = 1/(HDS+tVDS) maximizes when the grey 


level values are identical. Given an exactly 


large when the elements are, in a positional 


sense, tightly clustered. 


Combining these two measures into equation form we have: 


Edge Merit(EM) = MD/(HDS+VDS). 


(22) 


Given an n x n grey level matrix G, the foliowing 


procedure will transform it into an edge matrix B by 


determining the existence of an edgel centred on 
Ssub-matrices (with origin(i,j)) over G. The type 
will be indicated as vertical (1), or horizontal 
according to the relative weight of HDS and VDS. 


between them will require an arbitrary decision. 
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The edgels will be marked according to: 


B(i, 3) 


(lor2) if EM(itINT(m/2) ,j+INT(m/2)) = MD/DS > T 
or equivalently, if Total Deviation > T*DS*m2 


0 otherwise. (23) 


This GL deviation method is characterized by: 


ae 


b. 


Partiality to step-like edges. 

The edge-width detected is a function of the size 
of the sub-matrix used in the scanning process. 
Weaker responses are derived from diagonal edges 
than from vertical or horizontal, and thus cannot 
be absolutely identified. 

Vertical and horizontal edges are uniguely 

marked. 

It is not necessary to dynamically modify the 
threshold Tf. 

Salt and pepper noise tends to drive the EM below 
threshold thus losing possible edges. This effect 
could be partially countered by exponentiating the 
MD prior to the threshold check. 

The scan normally used is regular and exhaustive 
but could readily be made context sensitive (that 
is, the direction of motion of the scan could be a 
weighted function of the types of the n previous 


edgels). 
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Modal Measure: f£(2s-f), the same measure used for 
binary matrices, but operable on a transformed 
subset of a grey level matrix. 

The Difference Sum: again the same measure used 
for binary matrices, and also operable ona 


transformation of the GL matrix. 


essence, this method is identical to the binary 
after: 

The elements of the m x m sSub-matrix have been 
examined (i.e., the arithmetic mean and/or the 
median and/or the range has been computed). 

The elements of the sub-matrix have been 
transformed into one of the binary values 
according to some criteria determined in 


sub-paragraph a. immediately above, and in 


perhaps the n immediately preceding examinations. 


operates on the resulting simulated binary matrix 


to produce an edge matrix, as explained in the binary 


algorithm 


It 


procedure 


Case. 


is obvious that the crucial phase of this 


is sub-paragraph b. immediately above. Perhaps the 


easiest choice is to compute the arithmetic mean of the 


elements, 


then assign 1's to those above it, and 0's to 


et 


"775 
_ i 


oe 


exoteneis 5 no sida +1990 tia +2 ‘ae en! 7a 


a 
7 
abate Seite yore 6 So. oadue 


a 


; oa 
sidszedo coals fue .ee0tttea) (teaid 20% ‘gm 


: a 
20 oT#ason ease edt ieee 1608 eos2ad oat 


xkiatea. JB ad? to soiteutotensxt 


use 
) 
id ett of Laotsnebt eé bodies atds .eodeses 
—_ 3 J = 
is + 22555 
' 
; ped xL17Am~ } : tasaal sAT 
edt zo\bas ases oitjegds ira it ,»@-E) Beates 
.(beftaqnoo ased 26d opnet od? rz0\bas ootbes 
is : '] 
ead eved xixdsn~dve odd Yo etaeaolea od? 2d) 
; 7 
ulev Yaaerc ad? to eto otal Segtoraasis 
7 ( 
. 7 
1i Boulaszesed sixzeFrii> smoa oF pai bYooos - 
bas ,evods Viefvarienmut «5 {SI pss eee Pais 


wat 

eaolttsnings*e paibeosiq yletsetieant a sd? aqsdieg 
; ie é 
_ ys 


jrenitd betelomie edidgivest edt 0 irre: 


viecid sda ai bentelqzs as ,xfaten apbe | 


= se 


7 
' rth 7. . 
ous 


| we a 
: a > i. oe 7 De 
etdt 20 eaadg ‘Ietpvao eds sedt a0 lt Bf 22 
7 - wes. 2 as [ a) : 

od? Bqsdied .evods ylerahd at vd égexpe 
AL ay a a ae par eines - ae 
eat to seen oiteudtins ad? etuqaod oF t+ eotodo 


7 Cie ree . Lae aah iti - ve 
a ato bas y 12h sve auld of a! aptas 
_ lf a 
7 


74 


those below. The best transformation is, however, not easily 
proven. The grey level modality method (using the arithmetic 
mean aS a threshold for the binary decision) is 
characterized by: 
a. The same characteristics as the GL deviation 
method above, except: 
b. Diagonal edges can be detected with about the same 
strength as vertical and horizontal edges. 
c. Salt and pepper noise effects are not aS serious. 
d. Exhaustive scanning can be transformed into an 
8-directional contextual scan. That is, diagonal 
edges can also be traced. However, this can only 
be done if a separate structure is available to 
maintain the grey level matrix in its original 


form throughout the complete operation. 


eee a Se ee So ee 


Analytically, it is difficult to decide which of the 
above two methods is more worthwhile. One must balance the 
value of diagonal edge detection, and operation in the 
presence of noise against the worth of higher speed 
operation and relative ease of implementation. However, in 
order to make a reasonable comparison among local methods of 
edge detection, one of the above methods had to be chosen. 
Arbitrarily, a variant of the Grey Level Modality Method was 
implemented as a local, exhaustive edge detector with a 


4 x 4 sub-matrix size. It had a secondary threshold input 
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parameter included to match it with the five other standard 
methods to be tested in Chapter 4. This method is referred 
to as the Clustering Operator. The next chapter will see 
this operator and the five others compared in a functional 


test on real images input through a TV camera and digitizer 


to a PDP-9 computer system with disc storage. 
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Chapter 4 


FUNCTIONAL EVALUATION OF EDGE IMAGES 


In order to functionally evaluate edge matrices, it 
is necessary to review standard methods for determining 
image quality, and ascertain their value in the assessment 
of edge operator output. This assessment must be based on 
what future operations are to be performed on this output. 
This chapter emphasizes that edge matrices are normally 
operated on by line-fitting algorithms; and thus any 


measure(s) developed must perform their grading accordingly. 


A Digital Picture Processing System (DIPPS) is 
described, within which tests on six edge detectors are 
carried out. The test images used are described, as are the 
programs used to access and display these images and their 
edge transforms. Visual, numerical, and final subjective 


conclusions are drawn. 


images 


It seems clear that the worth of an edge operator 
must be based on the binary edge matrices that it produces. 
That is, one can reasonably deduce that high guality edge 


matrices emanate from highly effective edge operators. Thus, 


at ave 


» ge snd a 


7 
"4 " ven he 
a, we: | Bi. 200° WOorts atid Ava IekOEYIWON PT 


>= 


+i 2 £13 me teulave vilesoitonut oF 3z9b70 
Be _, i eo (soe O36 57S weal Vor. o? yteaas: sa FP 


tosmaese2es odds OL Stlsy tied? sie?isses kas esis or 
> =. 


ce 
>? Des ’ 72 ; Fae) 22a =, ‘iT ~4FUGIHO seated oaks to 


 peecchetes 44-04 029 aaa ae 


sii i 

a 826 aeplass tety eashesdgue retqedo° et. 
"ao Budd fatn pamdstivepis parssi?-entl- Ya ao bod57 oqo 
ite. 
15q t200 beygofevet eye ue 698 


>) 
) weg : yor auio2t~ Let fos 
: =r a se 
7: iors hb opie xie ao atact Apidy alasiw be 


a B 
it on: 5s ,bediaoech ets Eee aepaart teof oat 790 veka 


ted? Bas aepstid exSd? vetge th buns aeeo05 at beau ams an 
meet 

evispsrdwe Leake bos ,Issiaveto , {site iv .emrotanst pis 
: } APD 3 

ver as asoteots LOMO 8) 


5 


i _- 

7 
, oD > 
Z6peRl eybz to yeiloug .— 
> 7 | > 
. ’ 


1otetsq0 apie os 26 i340" ads 2s es 


aevuborq Fi cindt ssalatad opty, yonmtd ¢ nares 4 


whe qo thew’ doeid, aa she ; 
Jeuae ‘stodeTiga sphs « 


RA ae 
rats 7 


77 


the assessment of an operator is based on the average 


quality of its output. 


Discussions on image guality, and objective 
parameters for its measurement (Rosenfeld [ 38,p.85] and 
Roetling et al [37]) emphasize the use of resolution and 
acutance as measures. Resolution relates to the 
distinguishability of close objects, while acutance is 
concerned with the sharpness of edges. As Rosenfeld 
{[38,p.85] points out, these measures are not necessarily 
interdependent. It seems doubtful that resolution 
measurements could be used to grade the quality of an edge 
matrix since, by their nature, ail the different ‘regions' 
of an image will be marked (identified) by the grey level 0. 
Thus, no separation is possible using regions alone. On the 
other hand, acutance measures the sharpness of edges, and so 
it seems reasonable to use this parameter aS a measure of 
quality. However, the standard method of implementing 
acutance is: 

rab 
( 


| (d£/dx)?/[|f£(b) - f£(a)t] dx. 


LJ 
Using this Benepe across a '0001000' edge would result in 
unreasonable answers for most choices of a and b. Yet a and 
b cannot be pre-set to prevent this. So, it seems that both 
resolution and acutance must be reserved for quality 


measurement on ‘real' grey level pictures, rather than edge 


Matrices. 
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terms rather than the absolute measures mentioned above. 
That is, a comparison should be made between the sub-optimal 
output of an edge operator and an ‘ideal' edge matrix. The 
‘degree of match between these two could be used as an 
indicator of the quality of the output edge matrix. In this 
manner a perfect match would indicate that the output matrix 
was identical to the ideal matrix, and would consequently 


get a grading of high (perfect) quality. 


The usual method for implementing the ‘degree of 
match' measure is to perform a normalized cross-correlation 
operation between the two images. However, as Rosenfeld 
[38,p.77] shows, the normalized cross-correlation (needing 
many division operations) is not necessary to measure the 
match between two binary functions. Instead, it is proposed 
to use the addition of two cross-correlations, the first 
between the degraded binary matrix and the ideal; the second 
between the 'negative' of these two functions. If f is the 
degraded binary image (e.g., an imperfect edge matrix), and 
g is the ideal representation of this image, then, the sum 
of two cross-correlation operations: 


fag + f'ag' 


would indicate the degree of match between the two images. 


Given two degraded edge matrices E1 and E2, and the 
corresponding ideal matrix EO, two correlation numbers, C1 


and C2, are produced respectively. Given C1 > C2, is it 
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always true that E1is a higher quality edge matrix than E2? 
Elementary tests show that two guite different edge matrices 
can produce the same correlation numbers. Examination of 
these matrices with a view to fitting straight line segments 
makes it clear that the fits will not only be different, but 
obviously unequal, in quality. Therefore, one must also 

| reject degree of match as the perfect indicator of edge 


matrix quality. 


One is then led to re-define image quality as it 


proportional to the computational ease with which the most 
correct lines can be extracted from it. As Huang et al 

{18,p.1606] have stated: "Much experimentation needs to be 
done...[{to develop mathematical forms capable of edge error 


measurement J". 


An algorithm has been developed during this research 
to measure the absolute merit of edge matrices. This 
procedure has been implemented as the program MERED (note 
procedural details under The MERED Algorithm, Section IV), 
and was used to functionally test six edge detectors (see 
Section 4, Software). In essence, the program accesses 
arbitrarily-sized sub-arrays over the whole edge matrix, 
measuring characteristics which are thought to be indicative 
of ‘good! edges. The measurement is done twice, with the 


second scan being orthogonal to the first. Measurements 
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include: the number of edge indications in the sub-array, 
the wiggliness (or noise) of the edge indicators aiong the 
line of the scan, the connectivity of the indicators, the 
thickness of the edge (the number of indications orthogonal 
to the scan), the number of gaps in the line of edgels, and 
the relation between the faults for the two orthogonal 
scans. This first attempt at absolute measurement was quite 
heuristic, but did show reasonable correspondence with one's 
intuitive notion of a ‘good! edge. The test results reported 
later in this chapter indicate MERED's effectiveness, and 


illustrate where improvements could be made. 


Since the extraction of lines requires some sort of 
‘line producer', it iS appropriate to examine some 
line-producing algorithms from which one will be chosen as a 


reference. 


Ii. Line Producing Algorithms 


To produce lines from a set of collinear points, it 
is helpful to know what types of lines are expected, and 
with what probability. For example, if one knew that only 
straight lines are expected from the input, and further, 
that Probability (length(Lines) >100 pixels) > .7, then the 
design of a line-producing algorithm could be considerably 
eased. Straight line input is assumed with only the 
following justification: much of our artificial world is 
comprised of straight edges (and they are usually oriented 


either vertically or horizontally). This straight line input 
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is normally blurred and noisy to some arbitrary extent. With 
the categories of input set, it is now possible to examine 


some algorithms for fitting. 


One feasible way to perform the transformation 
mentioned above is to extract line parameters between all 
possible pairs of n points in a subset of the edge matrix 
{7}. The slopes and intercepts developed in this fashion 
could be averaged to indicate the best fitting line for the 
subset. However, as Duda and Hart [7] have pointed out, for 
large n the cost in CPU time could be prohibitive. They 
propose a variant of the Hough Transformation mentioned by 
Rosenfeld [38,p.151]. In essence the Hough algorithm uses an 
array of counters of the same dimension as the edge matrix. 
For every '1' at the matrix point (x(i),y(j)),a line of 
counters is incremented in the counter array. This line is 
defined by: 

Ye=iyihtxt tex (ips (24) 
It is easily verified that for the collinear points 
(X(1),¥(1)),---- (X¥(0) -y(n)), in the edge matrix, the 
corresponding lines in the counter array have a common 
intersection. Thus, this intersection will have a high 
count. In fact, the count is equal to the number of 
collinear points. Therefore, a longer line is more easily 


distinguished than a shorter one. 
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The difficulty with this method is its anisotropy. 
The intersection of lines produced from horizontally 
collinear points recedes to infinity. It is evident that 
collinearity becomes undetectable in this case. Duda and 
Hart [7] propose and prove a Similar transformation without 


this defect. 


Least Squares Fitting 


The use of a least squares fitting procedure to 
develop line equations for edge matrices seems obvious. 
Customarily, this problem is treated as the solution of an 
over-determined system of linear equations of the form: 

Ax = b (25) 
with matrix A having more rows than columns. In this 
particular case, the vector x represents the unknown slope 
and intercept of the best fitting straight line, with 
matrix A specifying sample values to be fitted. Using 
standard calculus technigues a set of normal equations can 
be developed for solution of the parameters of the fitted 
line. The solution of these equations is straightforward, 


and usually iterative. 


Because vertical straight lines were postulated as an 
appreciable portion of the input, the form of the line 
equations must be adapted to handle this condition. Thus, 
Roberts [36] solves for the coefficients of 

ax +t by =c rather than y = mx + b. 


It is seen that the first form allows vertical lines with 
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Manageable numbers where the second does not. The 
maintenance of the cumulative sums x, x2, y, y2, xy, allows 
for the continuous solution of the coefficients along with 
an error measure, when the edge matrix is examined 


sequentially along a proposed edge. 


id SS ee oe ee 


Aside from the least squares fitting procedure, there 
are two other less common fitting criteria: 
a. Minimize the sum of the absolute differences: 
MINIABS. 
b. Minimize the maximum error: MINIMAX. 
Minimizing the sum of absolute differences makes it less 
likely that noise points will be recognized as data. The 


MINIMAX algorithm increases this likelihood. 


If one is concerned with detecting a ‘corner! during 
the tracing of edgels, then those points past the corner 
will constitute noise to the current line coefficients. 
Detecting the presence of this noise is analogous to 
detecting the corner. Thus, using a MINIMAX fit, and 
examining the generated error and its sign is a plausible 
method for locating a corner. It is noted that a least 
Squares fit will not be affected by the corner aS soon or as 
seriously. However, the mechanization of these quick 
reacting fits is not analytic, easy, or common. Thus, this 
thesis assumes that least squares procedures will be used 


for Line-fitting. 


a 2 pt eee 


mM 


© edt ates eae J 
= 7. zt. PW ie we Ras 
avolis .Yk vSY vt a Sa ak ea eras 


ae tanto 
dtiwv paols ee ine - 


pentaaxs ai lagen sghe oti du i 


ee 
apbe ienogorg '® pacha, 
i 
7 
q 
siedt ,otUbsp02q pattait astavpa tesoli « 
~ssitedizto peit?is aogepo ae dette ges 
tae2a57922ib etusoeds af? to ove ad? soimbate 


ar 
oi 


»% AIM :z0a2e auveizen ed? ondiuenin a 


Cur gg 


a I asaies bd 


ol +i aetewm 2eoaetei tb atulesds 206 nue 043 va : tm is 
9g? «62s bastapooet ed -Litv esuieog ea ton, nt ahd: 


mF 
iboodiledil eidt esaseroat n4Si20058 S ana 


' : an 
Bal =e 


it19b ‘290765' 6 Paitoeted déiv haenzeoaop \ al. — 


Isato0> #42 tasq @70fod esog? gens ,alsphs ‘to pai 
=} he 
-2tnsivittees sail teeatio sd? oF Saton szu7ise! 
+ avopolsas @f sated @iat 30 ehiteeadg © 
16 .37i3 SUIWiIn & PuULey ,e2unt Bhestenpey 
ae 
idiedalqg 6 al apfe avi Bas 207795 hetsieiep ¢ edd 


; > a 
texsei & 32682 beron ai 41 .39ad0D 6 See Oats 


28 10 fova @5 Jentoo ad? ¥d betoei2s od Fon, if 4  9k% wos 
. are 
i3ftvupn eso? bac Ao ne % ois vIewewor on ie tL 
i ‘ : : ) 7 / 
Yisss som ad @ me paits 


‘ ” 


7 
[ilw eesubenoug asisupe Jasal av, av2a6 ; 


: i? a ae . 
7 : ~saten 


@ 
= 
ry 
an 
Leal 


84 


It was concluded above that the least squares fitting 
procedure is the most suitable method for selection of 
straight lines to fit sets of collinear points. It was 
implied that the eye is not suitable to assess the quality 
of edge matrices, nor are the standard objective means of 
measurement. It is affirmed here that edge matrices can only 
be rated highly if our fitting procedure develops the 
correct lines from them. Thus, the operators that generate 
the matrices are graded on the quality of lines they 


ultimately produce. 


A Reference Picture 


With several edge operators now in common usage, the 
prospective user must be given some means to enable 
selection of the most appropriate. It seems clear that there 
should be some 'standard' picture on which a particular edge 
detector can be tested. The results of this test (i.e., the 
edges or lines generated) should give valuable information 


concerning the effectiveness of that operator. 


This standard or reference picture (REFPIC) must have 
enough generality to be widely useful, and acceptable. 
REFPIC must comprise all 4 common edge orientations: 


vertical, diagonal, horizontal, and curved. 


we _ 


palsit? actsup= sesel 5 TY 1d ood 


iolrosise tok bodsen 4 ac 


anv 37 sas tog lentil ide 302300 
sazs of shdstivg > >a 2 coe ot 9 


a = rv 
5 al 


witoerda bashousata od? o76 ie vette “oObe 
79 : : 
: had ae 7 
5 ft77 6a op he Seay ee { De a1 rt 18 ‘2 31 7ae >a0e ; 


+ agoleveb eixnbeccrzq palytia ade th Tiiphd bea: 
4 , 


+, ‘Ta : t 3] oOFtaISEGO ea3 ~apaT © eit aOTs — it 


7 
2: Trey a 20355 ts 


4 ,.sheau aofe0o ai Won SBtoteteqo spbe isizs vo aie 


7 wes 


—_* 


2 T 7 i roe | 4+ v ip aq #200 a ye evitsos iq & 202¢ 
“9 Le cn. 
. 2nee2e 2 .steiayozges seon ef? to _ roo Le 
¥ Ai 
te) 5 @oidw oo sawaoiae *bhbisbaete * shoe as b Iuod 


rie 
‘ 7 : Eat? 20 er fo2er ‘Ty a stao2 > 
£3 uLEY 4 Vs oa (bo7 JROp 
‘ eqD tad? to vitpei te 
- : ~ 
Van Fave (ILE44H) SBavsoi0 BoUgeterIe, 206 bisbhaste af 


on 


one bab ,ietean ylebiw od of ve tLenedep 
ee. 
eiiqac> duu 


85 


Further, these edges must vary from narrow (Sharp) to wide 
(blurred). Finally, these edges must be shown not only in 


their ideal form, but also degraded by noise. 


A real scene containing all the above edge direction 
types, in all their forms, would certainly be a rarity. Even 
if it existed, or could be produced, one still lacks the 
ideal representation of such a scene, since the real scene 
would be noisy (if nothing else). Thus, it seems that a test 
picture must be constructed and ingested digitally to retain 
its ideal form. The addition of Gaussian noise to a 
duplicate of such a scene is elementary, and would complete 


the requirement. 


It seems necessary to make the picture flexible under 
various conditions. Therefore, it is suggested that the 
number of grey levels used and the extent and type of noise 


applied be input parameters. 


A basic argument against this approach is that, 
whatever method is used to manufacture a noisy, blurred 
picture, it is still artificial, and so does not precisely 
reflect the real world. AS a compromise it was decided to 
design and draw a black-white picture containing various 
types of edges, and input this picture through the total 
hardware system (described next section). In this fashion 
normal degradations through the transmission components 


would result in an acceptable real picture. 
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It will be the object of later sections to describe 
the results of inputting REFPIC to various edge detectors. 
In addition, a TV image of a human visage, FACE, will be 
input to the operators to test their reaction to 


2-dimensional representations of 3-D bodies. 


IV. Test environment 


The purpose of this section is to discuss the 
hardware and software conditions under which the tests on 


edge detectors were conducted. 


Hardware 


eee eS wee ee 


The major equipments used to input grey level scenes, 
perform edge transformations, store quantized images, and 
display pictures includes: 

a. IV camera and monitor: A small industrial TV 
camera (with top-mounted monitor) was used to 
sense the input scenes. Resolution was specified 
at 650 lines with S/N ratio at 40 dB. 

b. Digitizer: The digitizer is an in-house design 
with serial A/D conversion to 6 bits. Cycle time 
is a minimum of 24 microsecs. The digitizer can be 
windowed to any portion of the complete TV image 
by keyboard input. During conversion the input 
scene is sampled once per raster line until a 


complete image column is assembled in computer 


core. 
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Computer: A PDP-9 computer was utilized: 

(i) to prepare incoming quantized samples for 
disk storage. 

(ii) to transform the quantized pictures stored 
on disk. 

(iii) to prepare guantized pictures and their 
transforms for display on a storage scope. 

The computer has an 8K word memory (18-bit word), 
with a 1 microsec cycle time. 

Disk: A 256K word disk was used to store quantized 
pictures. One 18-bit word can be accessed/stored 
in 16 microsecs. 

Storage Scope: The storage scope was used to 
display pictures and their transforms for analysis 
and hardcopying (by Polaroid photograph). The 

1024 x 1024 display matrix gives a recognizeable 
and reasonable representation of the corresponding 
TV image. 

Cassette Recorder: Tertiary storage of picture 
processing programs, pictures, and their 
transforms was a cassette recorder. One track of 
the cassette (128K words) contained ten separate 
programs, four 256 x 256 pictures, and several 


smaller scenes. 
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Major utility software designed and used for these 


tests includes: 


ae 


BRING: a program to obtain the output of the 
digitizer, assemble this output into a coherent 
structure, and transfer the structure to disk. 
Individual samples were packed 3 to a word until a 
complete image column was obtained, at which time 
a header was attached to the data structure, and 
transfer to disk began. Columns of the TV image 
were stored on disk in sequential order. 

SHOW: a program to display on the storage scope a 
quantized image stored on disk. This program has 
the flexibility to: 

(i) Display any portion of any picture that can 
be input. 

(ii) Position the picture at any point on the 
storage scope. 

(iii) Magnify any portion of a picture for display 
(to the extent that one pixel can fill the scope 
face). 

(iv) Change the grey level range prior to display 
(i.e., although the hardware supplies 6-bit 
Samples, these can be scaled to lower powers of 2 
for display). 

(v) Threshold the grey levels in such a fashion 


that any pixel over the threshold will be treated 
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as the maximum grey level. This facility enables 
an edge matrix of 1s and Os to be easily displayed 
as full white and black respectively. 

Pictures are displayed on the storage scope by 
illuminating a number of points in direct 
proportion to the quantized pixel value. For 
example, if a 256 x 256 image on disc is to be 


displayed over the complete 1024 x 1024 scope 


on was a function of a random number generator. 
Thus, identical pixels seldom gave the same 
sub-set of illuminated points. Because of the 
human eye's logarithmic response to light [14], 
the number of points illuminated cannot be a 
linear function of the pixel value. For ease of 
implementation, a function of the squared pixel 
value was used to access a table containing the 
number of points to be turned on. 

STAT: a program to determine certain statistics of 
stored images. The minimum, maximum, average, and 
variance of the quantized image is computed. 
Additionally, the frequency of each of the pixel 


values was output so that a histogram construction 


was possible. 
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d. MERED: a program to evaluate the merit of edge 
matrices under certain criteria (note algorithm on 
following page). The program outputs the number of 
edgels in the edge matrix, and produces measures 
proportional to the number of gaps in edges, the 
amount of blur across edges, and the ‘wiggliness' 
or 'noisiness' of the produced edges. These 
measures were subject to a double normalization 
prior to production as a set of tables (see 
Tables 1 to 10). First, each measured value was 
divided by the number of edgels detected by its 
respective transform, then the L-infinity norm was 
used on each set of results to produce table 
values ranging from 0.0000 to 1.0000 (i.e., each 
set of distinct values was divided by the largest 


value in the set). 


Aside from this utility software, six different edge 
detectors were implemented as computer programs to be 
tested. Parenthetically, the utility software detailed above 
will be used to form the basic set of subroutines of a 
Picture Operating System(POPS). The hardware and software 
together represent the Digital Picture Processing 


System (DIPPS). 
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Since MERED (a ‘word description' is included in the 


closing paragraphs of Section II) provided data from which 


conclusions were drawn concerning the relative merit of the 


Six edge detectors, it seems necessary to include here the 


essence of the procedure from which the program was built. 


The following description will discuss operations on only 


one sub-matrix of the complete edge matrix to be evaluated. 


Important explanatory notes follow the algorithm (written 


with a FORTRAN-like notation): 


Ae 


Select an arbitrarily-sized m x m sub-matrix M 
{m Should be small compared to suspected edge 
lengths in the edge matrix). Begin searching for 
the faults in a prospective vertical edge: 
Initialize to zero the following variables: 
BLURS, GAPS, NOISE, CT, SUM. 

CT = the number of edgels in M(i). 


TE(CT.LNE. 0) Go fe g. 


GAPS = GAPS + 1 note 1 
Go To m. 
SUM = SUM + CT note 2 
BLURS = BLURS + CT ~ 1 note 3 
Compute AVPSN (i) (l.e., the average position of 
the edgels in M(i)). note 4 
Compare AVPSN(i) with AVPSN(i-1) note 5 
note 6 
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From Comparison in j. above, compute: 
TREN DV=C=TeoPps0 GE OFT note 7 


If (ABS (TREND (i) -TREND (i-1)).GT.1) NOISE = NOISE + 2 


note 8 
Increment i. 
If(i.LE.m) Go Toc. 
FAULTS (vert. edges) = GAPS + BLURS + NOISE 


Rotate the sub-matrix M 90 degrees and perform 
steps b. to n. once more, then compute: 

FAULTS (horiz. edges) = GAPS + BLURS + NOISE 
Select the final fault set: 


MIN (FAULTS(vert. edges) ,FAULTS (horiz. edges) ) 


Return to the main calling routine (with SUM, and 
the final fault set) to access the next (last) 


sub-matrix M. 


NOTES: 


Es 


Of course, if the complete sub-matrix M had no 
edgels, GAPS would be set to zero by the calling 
program. 

SUM is used to normalize fault measurements of 


edge matrices which may have vastly different 


lengths of edges. For simplicity, SUM is 


calculated twice in the algorithm. 
This reflects the supposition that more than one 


edgel/line constitutes blurring. 


row = serow¢t. 2d. a a 
tt (¢ : 


ae ae 
a J tw) at rio] ; ni ; fed a tsa rat oF nIpIed .2 a 
a le 


on ’ 
fn Ge 
_ 2 ofc 
i : Uld + 2449 = (eee 
’ jab. 0 4 z(1?76a-108 2 
:afougads ods  .eToR fi 
& . Lo 

om ¢ O8F008 4° 2940 = (acuta. -is0sy e008 '*. 
:t9e tins? fags omF te0ts eR 
_ 


ae 
sizondy 27a ty (eepbs 200) anameRy ER 
“4 


{) 4+xon eft 2aasons of (Sse Fined Leak? 943 Ph 
i. : 
Pt srs ate 


7 sen a 


tag 


[amgoD sit i2¢ Peres 


.*) ser YY oOrsS o3 742 eu 5 fi iW 2949 atepbe 


asxD oe 
be yenire 
2 mes5 tiust o&ifawton of Bony ak ae 7 


19tiib giseby 4ved You doidy condaden meee 


_ 


>t AVE «YtiLvifiuate i@i .<20a89 to adit 


-uldiagopls sa7 at soiee hehaloots - 
: a Pa Ad 


tsdt etom sSeiF pa irs : Sa2 cabinet QZ lst af 


-pnitmwidt eosutt tenon. sukl teabe 


93 


For example, consider the row of edgels 1011. 
The average position (AVPSN) would be 

equal to (1+0+3+4) /3. That is, AVPSN = 2.66.... 
For simplicity, initialization problems are not 
discussed here (e.g., there is no Oth line). 

This will yield three logical results: less than, 
equal to, or greater than (i.e.,-1,0,+1). 
Obviously, one cannot establish the TREND 
(orientation) of the prospective edge until at 
least the second row of M. 

This comparison allows a segment of an edge (in 
the normally small sub-matrix M) to change 
direction by 45 degrees without being faulted for 
noise. Measuring this ‘wiggliness! is tantamount 
to measuring ‘salt and pepper' noise. The noise 
increment '2' was established by experiment. 
Ssub-matrix gets no faults on a row-by-row scan, 
but shows up as badly gappy and blurry when 


scanned orthogonally. 
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V. Test Parameters 


———— eS es SS ee ee ee 


Test Subjects 


Two pictures were chosen for testing: 


ae 


REFPIC: a specifically designed black-white 
picture comprising step edges with various 
orientations and rates of curvature, and regions 
of various widths. It is suggested that this 
design could serve as a model for a much more 
noise, along with additional edge types such as 
roof, ridge, etc. REFPIC was input through the TV 
camera and digitizer under ordinary office 
fluorescent lights. A frequency histogram of 
REFPIC, along with other statistical data, is 
shown at Fig. 16. 

FACE: a close-up frontal view of a human face, 
side-lit with a 40 watt desk-type fluorescent 
lamp. Focus was exact on the nose. Depth of field 
was limited due to low light levels and the 
consequent low F stop. This picture was the only 
'real' image tested. Tests on polyhedrals were 
contemplated but not tried because of time and 
economic reasons. A frequency histogram of FACE, 
along with other statistical data, is shown at 
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Fig. 16. Frequency histogram of REFPIC 
Average grey level: 35.12 
Varltance: 570 
(vertical scale: x10000) 
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Average grey level: 30.4 
Vartance: 210 
(vertical scale: x1000) 
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Digitizer Conditions 


Because the maximum picture size planned for was 
256 x 256, the image on the TV monitor covered one-quarter 
of its screen area. Settings on the digitizer ‘aimed! at 
this area and the picture was sampled. At the time of 
quantizing the pictures the vertical resolution of the 
digitizer was twenty percent less than the horizontal, with 
the result that vertical edges are more blurred than 
horizontal. This characteristic is somewhat helpful in that 
the edges of REFPIC have a variety of blur according to 
their orientation. Minor vertical stretching of the image 


also results. 


Edge Operator Parameters 


Rather than ‘tune' each detector for its best edge 
transform (which would require subjective judgment, or an 
a priori reliance on the evaluation program MERED), it was 
decided to set the threshold of each so that it would just 
barely detect a step edge of 8 on a 0 to 63 scale. This 
magnitude was in accord with the actual steps present in 
REFPIC. A step edge of 4 was used for thresholding with 
FACE, which seemed to agree with most of the edge 


transitions in that picture. 
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Test Procedure 


Ge 


Energize all hardware components. 

Input and store the two test pictures REFPIC and 
FACE. 

Display and photograph the test pictures. 

Execute the program STAT to record the statistics 
of each test picture. 

Run the i-th edge detector program: 

(1) Set window and other parameters to conform to 
input picture criteria of the edge operator. 

(2) Produce and store on disc the edge transform 
of a picture. 

(3) Record the time taken for the transformation. 
(4) Execute program MERED, and record its 
evaluation of the edge transform. 

(5) Display and photograph the edge 
transformation. 

On termination of one test session, dump the 
contents of the disk onto a cassette cartridge. 


Continue test sessions at sub-paragraph e. above. 


VI. Test Results 


Se ee ee ee ee ee 


Photographic Layout 


All photographs in this thesis were taken with a 


Polaroid Oscilloscope Film Pack camera using Type 107 


(speed 3000) pack film. The pictures reflect all phases of 
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degradation--from the pure image, through all the 
transmission components to the eye--including: lens 
aberration, electronic noise in the TV camera, sampling and 
quantization errors, scope display inadequacies, film 
graininess, and finally degradation resulting from the 
photocopying and publishing processes. Visual judgments must 


be tempered with this knowledge. 


So that the reader may easily correlate the 
photographs with the text, and so that the many references 
in the text to individual photographs will be short and 
easily understood, the following notation will be used: 
a. REFPIC - refers to the grey level reference 
photograph at the top of Fig. 18. 

b. FACE - refers to the grey level photograph of a 
face shown at the bottom of Fig. 18. 

c. REFPICn - refers to the n-th transform of REFPIC, 
where n indicates one of the six edge detectors 
(see Fig. 19). 

d. FACEn - refers to the n-th transform of FACE (see 
Pig.) 20)}c. 

e. DIAGn - refers to the n-th transform of the 
diagonal portion of REFPIC in the upper right 
segment of that photograph (see Fig. 21). 

f. CROSSn - refers to the n-th transform of the 
'cross' segment in the mid-left portion of REFPIC 


(see Fig. 22). 


——~ ; _ 
Pe : - ae 


sat ffs deewn 


yy. VN yr o 
7 anol : a ibotsad—eys. st nienogsao 


“e 
bas vail a ,61em59 VT 049 ak Wale sino 


Witt. ,aeks sepabadd yakqakb ¢ ote ac 
oy las 

id? port paitivesz nneinie ae ee ee 

c ia ha 

taug =tasaphot Leeail .eeasesaty paides Id 


sae 


ei 7 
eledtos 4lhawe yee aebse® add tad 
a pie ng 
' sf eft) Jud? oa. Pas , xe? pips 
, 


t200 [Liv exierexpotodg faobavabed: ot, wee 
i | 

Sh 

52) tite tahiti deat eae eee sbooiunehat dain 


\iatatet Iovel yor of¢ of aisRed: =~ SIG la” 
: i! 
AF «pe qot oft 28 dgempotodqg — 


to dqasipotodaq Lovell yep edt og aIstes - F940 «0 

; 2 fos ee 
ot pl > wotsod sat #6 avoda ooat yy 
: npn _ a 


oTq8as to e7oledeid- usm. edd O4 exetes, =) es 


7 a i a 
i+ to sno eeateotbal a ‘ot sal ; 7 
(2? soda oes) a 


> mao fader? d4-0 ot? of eae Iet- — 


~ 
bus 
& 


= 


be 


“ 
+ (05, “eet 


itt Yo gaoOtenszy dia ode oF — bad fore ist 
190g) ont ob DIPGAR To Hokstoy fenoppkb 
.(f2 .ptLa she) dqgatpozo0dg toads io sini 
> ayotedsts di-a off oF easPeT < 222083 re 


~ 


ae Ss 


} nols 10g tiel-pia ad a aaa ps ‘n80) ot 


100 


g. CORNERn - refers to the n-th transform of the 
narrow right-angled segment in the upper middle 
portion of REFPIC (see Fig. 23). 

h. CIRCLEn - refers to the n-th transform of the 
circle in the upper left segment of REFPIC (see 


Pig. 24)r 


——— es 


The data produced by the evaluation program MERED is 
shown at Tables 1 through 10. This data, along with edge 
detector timing data, is used in the numerical evaluation of 


each operator. 
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a. REFPICI1: Roberts Operator b. REFPIC2: Gradient Operator 


c. REFPIC3: LaPlacian Operator d. REFPIC&: SML Operator 
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e. REFPIC5: Herskovits Operator f. REFPIC6: Clustering Operator 


Fie. 19. Edge transforms of REFPIC 


‘ +aat, O08) ava 
Le +h sade ee 


7 - 7 
oe" Of of? i 
5 Bu ia r 


- 


103 


rent iperator 


® 


4 


irac 


Roberts Operator 


° 
. 


ACE] 


c 
' 


a. 


Fe st 
: § rie Wes 
- <2 | v 


d 


Rane 
PAN 


rator 


Ope 


aPlactian 


L 


perator 


) 
} 


r 


{ 


Herskovits 


105 


a. CROSSI1: Roberts Operator b. CROSS2: Gradient Operator 


c. CROSS3: LaPlactan Operator d. CROSS4&: SML Operator 


e. CROSSS5: Herskovits Operator f. CROSS6: Clustering Operator 


Pige.22. Edge transforms of CROSS 
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a. CORNER1: Roberts Operator b. CORNER2: Gradient Operator 


c. CORNER3: LaPlacian Operator d. CORNER&: SML Operator 


e. CORNERS: Herskovits Operator f. CORNER6: Clustering Operator 


Fig. 23. Edge transforms of CORNER 
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a. CIRCLE1: Roberts Operator b. CIRCLE2: Gradient Operator 
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c. CIRCLE3: LaPlactan Operator 


e. CIRCLES: Herskovits Operator f. CIRCLE6: Clustering Operator 


Fie, 24, Edge transforms of CIRCLE 
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The results of the testing carried on for this thesis 


can be classified under three headings: 


ee eee 


relative value of each is certainly arguable, viz: the human 
eye can examine a photograph of an edge transform and opine: 
good, bad, indifferent, etc. However, edge matrices are not 
meant to be looked at, but instead, are to be mathematically 
Operated on by line-producing algorithms. In any case this 


thought does not negate the value of the eye. 


The output numbers from MERED (see Chapter 4, Section 
IV, Software) give a numerical representation of the value 
of each edge matrix. Though the MERED algorithm used is not 
analytical, it does not violate standards set for measuring 
absolute merit cf edge matrices (since none seem to exist). 
But it can be argued that the algorithm is possibly faulty 
since it is grossly heuristic, and gives wrong answers to 
some special cases. Countering this, MERED has been checked 
on ideal and degraded versions of the same edge matrix with 
satisfactory results. The operating time of each detector 
was determined using the real-time clock of the PDP-9 
computer. The times recorded versus the analytical times 
developed in Chapter 2 for the various operators show a wide 


disparity. This is due to the array indexing and 


‘housekeeping! operations within each detector; however, the 
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times in Chapter 2 are mostly correct if considered as 


Final subjective judgements on overall merit are 
necessitated by the inadequacies of visual and numerical 
means alone. One must balance the photographs against the 
numbers, and produce some assessment. Therefore, most of the 
remainder of this chapter will comprise opinions on the 
relative merit of each detector, based on the 'thard' results 


in the accompanying figures and tables, tempered by 


subjective judgment. 


Each of the operators will be assessed separately 
using relevant criteria listed under Section II of 
Chapter 1. A judgment of the relative worth of each operator 


will be made in the cloSing paragraphs of this chapter. 


The version used for this test was a slightly 

modified version of the one mentioned in Chapter 2: 

EM = ja-dj + |c-b]. (26) 
The Roberts Operatcr consumed approximately 80 
microsecs/pixel in edge detecting, and thus was by far, the 
fastest of the operators tested. Its speed resulted from 
simple operations (subtraction) on only 4 pixels, and more 
importantly, the ease of thousekeeping' on adjacent elements 


in neighbouring columns of the picture matrix. 
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Examination of CROSS1 shows reasonable isotropy 
(anticipate slightly wider vertical edges than horizontal 
because of the disparity between the vertical and horizontal 
resolution). A comparison among all the FACE transforms 
shows that the Roberts is quite noisy. This same comparison 
ijilustrates its wide dynamic range (i.e., the forehead 
Shadow line is detected where the edge transition step is 
weak, and yet edges with fairly large transitions are also 
detected). One also notes its capability to detect narrow 
highlights (or eguivalently, cracks of darkness) by seeing 


the detected hair fuzz under the left ear of FACE1. 


See ee ee ee 


The fault tables show definitely that the Roberts is 
severely degraded by blurring, and as might be expected, has 
the fewest gap faults. Erratic linearity of edges (called 
NOISE in the tables) is certainly not a characteristic of 
the Roberts. In fact, it is the most highly rated in this 


respect. 


The Gradient was implemented in its fastest form: 
EM = {d-f{ + |b-h|{. (27) 
The Gradient Operator took 167 microsecs/pixel for 
detection, and thus was the second fastest of the operators. 


The fact that this detector operated at only half the speed 


ie 
yqorsoat sldsaoesez evode | 2082 


in 


favnositod asd? asyee festire0 obs 


ito 


mois inasa>e Sphbe ef3 2Teaw botosteb Rabin rr oii 


pee ae 
eapbe io yriz mii of467228 adsiust ae +e 


y . P it > "y 
a: eee ofr rs 4 treme lou z! RBW tnel ode ss 
2 i 7 - ar 


axe 


has Laoitaev ed? tai 


ay Gad odd Ole paoms mo 02 64205 Pause 
al | is 
4 
ee ae 


53 on9 sO. ft) SUneT Stas yD ‘obt le ete 


be 


tienoad op tal ¥ltist date asgbs #6 thd Pe 5 
oF y2iligaqso art nagen nella — it 3 t+> +5 


vs 1° ’ 
(azack2#b to adoszo v£4nofsvivpe 0) a a 


.) 


Az Yo 7% 4% weboo seu% and peroateb 


_ 


si? yletiatteb posh: SOIEAF. stust edt 


bas ,pataxmid ya ee: ct ia 


nt & 
—WOBTBHD £ 208 vintet3zen ai (neldas off j a0 


4 
G 
wv 
ry 
3 
hy 
a. 
S 
oo 
by 
| 
- 
ae: 
+ 
+ 


-jd-d) + (2-bE = we 


tot Lexig\eseeoimde Caf soot epeigs: no £58 xi 


add 2 gm ve PAY: 


of the Roberts is due solely to array indexing 
inefficiencies on three columns of a picture matrix, where 


the pixels considered were not adjacent. 
Visual 


All the partial transforms of this operator (DIAG2 
through CIRCLE2) show that it approaches isotropy quite 
closely. The REFPIC transforms (REFPIC1 through REFPIC6) 
show clearly that the Gradient has less than average noise. 
The weak forehead shadow edge does not show up in FACE2, 
thus illustrating that microedges are not easily detected by 
the operator. DIAG2 shows a reasonably thin diagonal edge 
with excellent continuity (no gaps). CROSS2 through CIRCLE2 
confirm this. REFPIC2 seems the most pleasing to the eye of 


all the REFPIC transforms. 


Numerical 


ee ee ee See 


In general, the fault tables show that the gradient 
blurs edges, but has very few gap faults. In addition, it 
rates fairly high for linearity of edges, since its NOISE 
faults are among the lowest. Using a sub-matrix check size 


of 8 does not change this conclusion. 


The LaPlacian 


The version of the LaPlacian used for the tests was: 


EM = 8e - (atbtctdt+tf+gth+i). (28) 


io — " 
7 ror, 


wa . palaesat ye oil 


N 7 hee 


etedw ,xizten eval s oo eae 


‘ sian 
: or 


: _ ; a ed 
: ah 7 
) royve7 S00 néad to 2h TOi# ; . ~ pore = = 
: aT 


Foe vaorsoul nedih cebdi +t : aes a (extent TD de 
erote meas Set “tt Es e 


ie 4; 
raves asd? veal 2ead #09 1879 mn Yeas rB9L2 > 
fd 


jou #905 sobe wobsde- bsodare tabs 


, t [Tf ai one ; p AE 

fy > P r } ~ rr 15 8. “ary “T° fi ef se Tr >tir 
. Like 1B 2 1 it. na? pau gouaaill ; 

speifh ata? yigevosseT sS avode Soata 2190 Bo 990 a: 


oe 


[ID Apudads Seedao . teqse on} t7toateads Sab Ekobeeigy 


(aT pvoads ULI) 


7 


fo ; | eon oa eieon co1eSa ance 


i vi 
seanahiteiataaatadl “orate: ads [is 
. a — 


4 : ; 7 ‘ x 4 
oe a 
{s9t 29: 


fF 


4 
: iy 
‘ > 4 ssidat+ +ivust of? ,teteaep 


To ie 


iolthobs al .2dfest qep vot yiev seit vos ogba 
att sunita ,2ephe Io ysitseatl Jor sete ya Est 2 +o: 
rizjea-due 6 patel .teovol ods pnoas oat ; 


tolatdioaom sidt eoaad 2 40 1, 2998 
a 7 i 
; i a 


4 : » 
eo’ hae 
¥ atesr edt sz03 boav anioakisd ods pinche 2 7 
mb 
(ae) . (ied ep ed or ae - = 


Although at first one might expect the LaPlacian to be 
equally as fast as the Gradient, the LaPlacian, at 255 
microsecs, waS quite a bit slower. This is, of course, due 
to it accessing twice as many pixels as the Gradient, but 
using the same neighbourhood size. However, it is 
appreciably faster than the average, since the operations it 
performs on its neighbourhood pixels are ‘one-time! and 


Simple. 


Transforms DIAG3 through CIRCLE3 show that this 
operator is fairly isotropic. The distinguishing 
characteristic among ail the LaPlacian transforms is their 
visual faintness. This is due to the operator's capability 
to 'sharpen!' the edges it detects such that there are very 
few edgels marking detected edges. Of course, the lack of 
narrow ridge edges in the pictures (except the forehead hair 
strands in FACE3) probably accentuates this faintness. 
Additionally, the LaPlacian is reasonably immune to noise 
(i.e€., microedges) as shown by a comparison among alli the 
FACE transforms. The difference between vertical and 
horizontal resolution, and the LaPlacian's reaction to that 
characteristic, is shown dramatically in CROSS3. This 
emphasizes the intolerance of the operator to blurred edges. 
Its ability to detect around "thint corners is guite good, 


as CORNER3 illustrates. 
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Generally, one notes that this operator has a very 
good blur fault measurement, and conversely, rates very 
badly with reference to gappiness. The conclusions to be 
gained about NOISE are somewhat contradictory in that Tables 
3 and 10 rate the operator highly, whereas the remainder of 
the tables generally rate it low, and sometimes very low. 


Subjectively, one tends to give more weight to the majority. 


a me we we ee ee See 


Implementation of this detector was exactly as 
explained in Chapter 2: 
EM = (f-Av) /s. (29) 
It consumed 617 microsecs per pixel, and thus was among the 
slowest of the operators tested. This time can be attributed 
to the performance of fairly complex operations on a large 
number of pixels. Additionally, each of the pixels had to be 


accessed twice. 


Visual 


a eee 


Although this algorithm produced the worst visual 
results, there were some interesting features. Aside from 
the overwhelming noise, the edges of FACE4 are the sharpest 
of all the FACE transforms. In particular, one notes that 
the mouthline is one edgel wide, and is complete across the 
full extent of the mouth. Similarly, faint edges in the 


internal portions of the right ear (not even visible in the 
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grey level FACE) are outlined very sharply. An unusual 
feature shows up at REFPIC4, and is accentuated in the 
partial transform CIRCLE4: note that the edge obtained is 
very Sharp (though certainly gappy), but more importantly, 
the line of edgels is separated from the noisy regions by a 
distinct (and relatively wide) black background. It thus 
seems possible to separate the true edges from the noise 
with reasonable ease. How this could be done algorithmically 
is an interesting and probably solvable problem. Turning now 
to the REFPIC transforms, one is startled by the perfect 
vertical edge in the lower left of REFPIC4, equally as sharp 
as the horizontal edges in the middle and bottom of the same 
photograph. Thus it is seen that, for some light intensity 
transitions across edges, this operator is hardly affected 
by the differences in edge blurring. It is probable that the 
average light intensity across the edge has much to do with 
this characteristic. In accord with this proposition, one 
notes the very structured 'noise' in the right portions of 
REFPIC4. It is likely that this parallel wavy set of edgels 
is in fact marking true edges, which are not visible to the 
eye due to its logarithmic response. It is to be noted that 
seems that the SML can detect micro-edges when the average 
light intensity is high, but has difficulty with low 


averages. 
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The fault tables indicate a medium amount of 
blurring, a lesser amount of gappiness, and a medium to 
large amount of noise. This matches what the eye tells us 
from the transforms. There is no significant difference 


between the results from the two different check sizes used. 


The Herskovits Qperator 


This edge detector was implemented as explained in 

Chapter 2: 
EM = MAX(|[2(b-c)| - Ja-b]j - [c-dl, 
b2 €E-C) lp Se Ly iC-9 ie. (30) 

This operator took 401 microsecs/pixel for edge detection, 
and consequently was almost exactly on the average of all 
tested operators. Even though it only accessed 7 pixels in 
its neighbourhood, it performed a slightly more complex 


operation on them with the resulting extra time comsumption. 


Visual 


The line of edgels marking vertical and horizontal 
edges (see CROSS5) are greatly different in quality, thus 
reflecting the operator's reaction to differences in the 
sharpness of edges. Its susceptability to noise is evident. 
Sharpness on horizontal edges is illustrated by the 


mouthline of FACE5. The operator is moderately blurry and 
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gappy on step edges (see DIAG5) between fairly large 
regions, but is completely confused on crosSing a narrow 


region (see CORNERS). 


Se SS eee 


The fault tables show generally that the Herskovits 
operator has a Slightly higher than average susceptibility 
to blurring and noise, but less than average gappiness. No 
Significant difference was found between the two check 


sizes. 


Implementation of this detector was guided by the 
characteristics of the grey level modality method (see 
chapter 3), where the arithmetic mean of the neighbourhood 
picture elements was used to determine the baiance of the 
bi-modality: 

EM = £(2s-f)/DS. (31) 
This operator was by far the slowest. It took 874 
microsecs/pixel to detect edges, which was ten times slower 
than the Roberts. This big differential in time consumption 
is due to several factors, the most important of which are: 
it accesses four times the number of pixels per local 
Operation as the Roberts (and about twice as many as the 
rest), it must access these elements twice during each 


operation, and finally, it was designed with more generality 
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in mind than simply local edge detection (e.g., the 
neighbourhood size can be an input parameter to the 
operator). Additionally, ‘housekeeping! chores proved costly 


ip Crus. 


Visual 


The clustering operator illustrates excellent 
isotropy by marking vertical and horizontal edges egually 
well (see CROSS6), even faced with weak vertical resolution. 
Analogously, one notes that it is not so susceptible to edge 
width differences. Its noise discrimination is good (see 
REFPIC6), and its sharpness is very good (see CROSS6). The 
angle corner of CORNER6 is marked excellently. The operator 


has moderate visual gappiness. 


Numerical 


cee ee ee 


The numerical results for this operator were the most 
equivocal, but in general they imply that the operator has 
moderate blur faults, average gap faults (except over narrow 
regions, where it excels), and is moderate to good with 


reference to noise faults. 


Regarding blurring, both visually and numerically the 


LaPlacian rates the highest, and the Roberts is the lowest. 
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The Gradient and the Roberts operators offer the 


fewest gap faults from their grey level input. 


Numerically, non-linearity of edges, i.e., noise, is 
a characteristic of the statistical modified LaPlacian, with 
the ordinary LaPlacian and the Herskovits being affected in 
Slightly lesser amounts. However, visual examination of the 
edge matrices does not present these differences this 
Sharply. This measure of 'wiggliness' or 'noisiness' must be 


further examined for its fidelity. 


The speed of an operator is one of its most important 
characteristics. Note that the Roberts is the fastest, and 
the Clustering Operator is the slowest. It should be stated 
though that this operator has a built-in potential to move 
across (and down) a picture matrix in steps equal to 
one-half the sub-array size used. Since a 4 x 4 size was 
implemented, such a stepping procedure would have resulted 
in an approximate four-fold reduction in CPU time consumed. 
The resulting time useage would be guite competitive with 


the remaining operators. 


In conclusion, it becomes obvious that more complex 
operations involving more neighbourhood pixels gives 
generally better results. However, one must balance one's 
wish for the 'best' operator against the cost in time and 


complexity necessary to approach this ideal. 


: Pen oo re ’ 
a - 
ser 6 . a 3 - iT 
« 
a 7 : - ao ae 7 i 7” 
edt wette: ar0s87 9q¢ oes tisdod ods ba 


a ated ie fovea eh es 
_ in he wl 
— } 
t «eetog eet .29pbe to vsiseenk fnaon .yflso 


dite ,aetoslGed | viniton Tentsatsede | PNR 


s. 
s pated ativodeten edz tas — 5 og it ¥ ne (bz 


+ 76 -ktanigaxe Lapuiv ens, ajeaad des 

iva re 

(id? 2eoneweiiih seed? sneaesg tou 2005 

: rion 

bot 'saedteton* to *“eeeativupiv' Fo csvenon 2 
~ > 7 


-YikLObE? af 20% ben. 
ay 


, 77 
i Yo ono et woseteqo we to boage oat 


16 47: ‘a2 edt ef ettedoa od? Fede SF08 Jochas sete 
is a ' Al 

‘sce. at Binpowe 71 P2500 le 7 af 10 tBY9q0 “~— str of 
Papa’ Chay Py: 

vou o2 eizagtoo ar-siliad 6 wea ee ebay, adel do yor 
of iseps eqeta at 2ictea erpsotq 5 (awob bas — @Rotos 
aoe | 

[2 .bwag aria nen se tte sd-onc 


{ + ££ 5 E 
ve Ze ae ho 207g niags a) do | 
7? al oie Sal i 
y> gaze 9D) ad a6 ‘Foubes biol 300% ‘senttoig a 
itviv 9 eqnoD siicp oa hivow opnoan’ ows eet: 


i Jax0ds1090" waanbinn 
_ > van writ (ine. 
som egom @6de% evuolvdo eemooed 3i ook a 
J i - 
vio efLextq noodsaodsyten #08 eal 


2*eno sousléd teurm eno visvouoi aston 


mt ao ore 


; ood ei os 


oe. 


bone sai? ai 4200 “ seats 


w a. Ds aa 3 
_ - 


123 


Chapter 5 


HARDWARE EDGE DETECTION 


During the past two years electronic devices have 
been developed which make it economically feasible to 
propose realistic designs for hardware edge detection 
systems. This chapter will give a brief explanation of these 


devices, and suggest a method of implementation. 


The Major Problen 


In all of the sequential edge detection schemes 
presented in Chapter 2, the requirement was to perform some 
mathematical operation on a small neighbourhood of pixels 
and produce an indication of the likelihood of an edge being 
present. If one contemplates performing this operation using 
hardware working directly on the TV signal (as it becomes 
available), then a difficult problem arises: how does one 
access m neighbouring picture resolution elements on each of 
n different neighbouring lines of a TV raster frame, and all 
at the same time? It seems clear that the only answer to 
this severe timing problem is to first delay the k-nt1, 
k-n+2,..., k-1 th lines (k2n) until the k-th line becomes 
available. If this can be done, then TV signals from 


n different lines (representing the lines' grey levels) can 
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be made simultaneously available. With the addition of 
m-1 shorter delays on each of these lines, m TV signals/line 
become available as input to prospective hardware edge 
detectors. For simplicity, the interlacing characteristic of 
a TV raster scan is ignored during the following exposition. 


Relevant hardware delay methods are now examined. 


I. Delay Devices 


Sao eo 


Two basic delay lines seem worthwhile mentioning in 
the context of analog image processing applications: the 
crystal delay line and the charge-coupled device (CCD). This 


last device is a product of recent MOS technology. 


Crystal delay lines operate on the piezo-electric 
principle in that electrical signals are transduced into 
mechanical vibrations which are transmitted through the 
crystal lattice. During their transmission through the 
crystal, the vibrations travel at speeds much slower than 
the electrical vibrations. This speed reduction means that 
the re-transforming of the mechanical vibrations into 
electrical waves results in an effective delay of the 
signal. Recent developments in delay lines have shown [22] 
that electrical signals can be transduced into surface 


Rayleigh mechanical vibrations in the crystal such that 
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the delay can be greatly extended without loss of much 


fidelity in the re-transformed signal. 


Corning Glass Works has recently released 
specifications and costs of one such device [4,5], using 
ultrasonic glass as the crystal medium. It is the MCA-5.04 
Video Delay Line. It can be obtained with delays ranging 
from 30 microsecs to 64 microsecs, with a tolerance 
of +3.5 nanosecs. The lowest cost of such a device is 
currently 250 dollars each. The signal-to-noise ratio is 50 


dB, and 4.5 MHz is the 3 dB bandwidth. 


The difficulty with these delay lines is that the 
delay is fixed by the glass dimensions, such that computer 
control is not possible. It seems necessary that a hardware 
edge detection device should incorporate some capability for 
varying the delay, so that various formations of pixel 
neighbourhoods can be accessed. However, it seems likely 
that a logical network could be designed to select some 
subset of glass delay lines for this purpose. The cost for 


high. 
Charge-Coupled Devices (CCDs) 


Tompsett and Zimany [46] describe the use of CCDs for 
delaying analog signals. They show that these MOS devices 
can operate with effective delays in the range from 


100 millisecs to 1 microsec, maintaining fidelity at 
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frequencies up to several MHz, and having wide dynamic 
ranges. They illustrate TV images, seemingly non-degraded, 


which have been delayed 16 millisecs. 


Symbolically, the CCD can be thought of as a 
"bucket brigade', such that a charge packet (representing 
the current TV Signal voltage) is stepped through the CCD at 
the command of a timimg pulse. It is then easily understood 
that the delay obtained through the device is a function of 
the frequency of this timing pulse. With the appropriate 
line will be within the CCD at some specific instant of 
time. Furthermore, the signal voltages arriving at the input 
of the CCD will appear at the output (delayed appropriately) 
without significant degradation. It is expected that the CCD 
will be commercially available by August 1973 [44]. Nothing 
definite can be said concerning cost as yet, but it is 
reasonable that advancing MOS technology, and large scale 
production, should make the CCD at least as competitive as 


the glass delay lines. 


ee we ee ee ee —— —— ee ee ee 


One must decide the relative importance of: 
availability, cost, performance, and flexibility, in order 
to decide which type of delay device to use in any projected 
hardware system. It will be assumed that the CCD is the 


short delay devices are of the inexpensive-glass type. 
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fi. A Hardware Edge Detection System 


This section will propose the development of a 
hardware edge detection system whose method of edge 
detection is dynamically changeable. That is, any subset of 
a set of hardware-implemented edge algorithms may be 


phase. 


The intent of the following description is the 
encouragement of thought and discussion on the merits, 
methods, and components for ‘hardening! the edge detection 
process. Consistent with this, the diagrams illustrating the 
system (Figs. 25,27,28) represent a flow-chart approach 


rather than the layout of actual hardware. 


ee ee ee ee a ee aS eS Soe ee ee 


Fig. 25 shows a functional block diagram of a 
hardware edge detecting system. The TV video signal, Stv, is 
sensed by the delay network (Fig. 27) and is available at 
various ports of the network as a function of time. A subset 
of these ports provide delayed signals, SSSd, to each of the 
edge detecting modules. Using their threshold input from the 
decoder, each of the modules perform their own unique edge 
detection operation on the input, producing an edge signal, 
Sei. These edge indications are summed by a voltage adder. 


Parenthetically, threshold adjustment could force only one 
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edge detector to be active at any one time. The Digitizer- 
Control Unit (DCU) samples the output of the adder, Ssun, 
once per TV raster line, guantizes it, and passes an edge 
merit vaiue, EM, to the computer. The computer performs a 
threshold operation on EM according to how many edge 
detection modules were active during the operation. The 
resulting edgels are packed into computer words, and at the 
end of a TV image column, storage on disc commences. During 
the relaxation period between TV frames, there is sufficient 
time to analyze previous results, and reset thresholds for 
the edge modules as a conseguence of that analysis. These 
new thresholds are converted to useable voltages by a D/A 
converter, and are dealt to individual modules by a decoder. 
It is possible to adjust the delay network at this time. 
However, this would probably not be productive using the 
configuration of the delay network shown in Fig. 27, except 


for experimental purposes. 


In the foregoing description it was mentioned that 
the sampling rate was once per TV raster line. This assumes 
the presence of an analog-to-digital converter using the 
(slow) successive-approximation technique. However, the 
regarding the existence of an edgel. If such were the case, 
then a much faster, simpler, and more inexpensive A/D 
converter may be utilized: a high speed differential 
¢comparator (€.g., Fairchild UA770 -- 100 nanosecs). The 


output of this type of comparator can be pre-set to voltages 
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representing logical '1', and '0* for the computer 
concerned. Thus, the sampling rate would be essentially 
limited by the computer's cycle time. However, other factors 
(not the least of which is programming complexity) further 
restrict this rate to such an extent that sampling more than 


once per line seems fruitless for the present. 
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Fig. 25. A hardware edge detection system. 
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Fig. 26 shows a matrix representation of a small 
portion of the TV image. The values in that matrix represent 
the order in which the corresponding signals arrive at the 


delay network. These numbers are repeated in the delay 


Figs 26. / Sub*+array, of af picture matrix 


network diagram shown at Fig. 27. This particular network is 
able to provide these nine signals simultaneously to the 
edge detection modules. The delay network is composed of 
variable delay CCDs, and fixed-delay glass delay lines. The 
large delays, D, can be assumed to delay signals 63.5 
microsecs (i.e., one TV line), and the small delays, d 
(remembering the inter-lace problem of a TV raster scan) 
represent approximately 240 nanosecs. A Simple (but more 
expensive) addition to the network would allow the provision 
of values from a 4 x 4 matrix, so that a greater variety of 


edge detecting algorithms could be mechanized. 
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DELAY PULSE STREAM 


TV SIGNAL 


D - VARIABLE DELAY: APPROX. 63.5 MICROSECS 


d - FIXED DELAY: APPROX. 240 NANOSECS 


n — SEQUENTIAL PIXEL INDEX NUMBER 


Thesdelayedeviceseabove (1l.e., a)senGg) ad) are,.in fact, 
analog storaze devices operating in a fashion similar to a 
binary shift register: 


Device D effectively contains within its bounds at any 
instant a TV signal equivalent in time to one 


TV raster line. 
Device d operates like D, except that the TV signal 


contained is equivalent to one picture resolution 
element of the TV) line. 


Pige u/s. shes devay network. 
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Fig. 28 shows three edge detecting modules which 
could be constructed: the Gradient, the LaPlacian, and the 
Roberts. For economy, one module could be designed to handie 
all three algorithms. Manual switching among the three would 
then become necessary. Such a design would hinder the 
possibility of having all three simultaneously active. 
Further, its more complicated design would offset some of 
the savings realized by having fewer total components. Thus 
it is felt that each operator should be constructed as a 


separate plug-in unit. 
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DELAY NETWORK 


b. THE LAPLACIAN MODULE 


— T (ROBERTS) 


TO 
DIGITIZER 


DELAY NETWORK 


Cc: THE ROBERTS MODULE 


Fig. 28. Three edge detection modules. 


- T (LAPLACIAN) 


DIGITIZER 


134 


(MAIDAJS9IAD) T - 


0 
AAXITIOG 


(27 ARaGR) T - 


oT 
FISTING 


3JUQOM 2789808 BHT os 


ie 


-2ofubon noi79938b eae soviT Bs 
i asics” 


iegels oS 7 


135 


With an operating hardware system as just detailed, 
it would be possible to: 

a. Investigate the effect of each edge detector ona 
‘live’ image. 

b. Examine the interactive effect of several 
operators working Simultaneously. 

c. Efficiently determine the class of images for 
which the various operators are optimal. 

d. investigate dynamic thresholding techniques. 

e. Develop edge tracing algorithms within the 

£. Develop new composite software edge detectors as a 
result of experiments mentioned in sub-paragraph 


b. above. 
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Conclusion 


This chapter has outlined the development of a 
hardware edge detecting system. Its capabilities include: 
speed, flexibility, and experimental interest. Such a system 
could ease the detection of a wide variety of edge types, 
Since a module could be designed for any specific type of 
edge expected. In robot applications, the transfer of 
software edge detection routines to hardware implementation 
would conserve core memory for other recognition routines. 
The fact that several hardware edge detectors can 
effectively '‘vote' on the existence of an edge implies that 
edges can be located with more confidence, and therefore 
objects can be recognized faster and more accurately. The 
transfer of this edge operation to hardware does not mean 
loss of computer control over the process since control of 
the threshold of all edge detecting modules (and thus their 


total output) remains soft. 
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Chapter 6 


GENERAL CONCLUSIONS 


This thesis has surveyed twelve edge detection 
technigues with respect to their action on ‘real' images. A 
novel edge detecting algorithm was formulated and developed 
in Chapter 3, based on the degree of disorder of picture 
elements within a picture segment. Functional tests of six 
operators were conducted on real pictures, and particular 
conclusions were drawn. A hardware edge detection system was 
broadly outlined in Chapter 5. It now remains to summarize 
the findings of the analytical examination and the 
functional tests. The conclusions are abstracted in 


Table 11. 


I. Analytical Evaluation 


Remarks about specific operators can be found 
throughout Chapter 2; however, as the research for this 
thesis progressed, it became obvious that analytical 
evaluation of edge detecting methods was of limited value, 
without knowledge of the precise image on which the 
detectors were to operate, and weno generally accepted 


standards for evaluation. The only ‘thard' conclusions that 
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could honestly be made were those involving speed, isotropy, 
and storage costs. It became necessary to 'guess! how good 
an operator was for characteristics such as noise 


sensitivity, flexibility, and edge type response. 


AS one might expect, no one operator stood out weil 
above the others. If one wishes a high speed operator, and 
expects his images to predominate in generally narrow 
step-type edges, then the Roberts operator is suitable. The 
LaPlacian is ideal for thin ridges, or highlights, and the 
Gradient responds positively to wide, steep edges. For ideal 
step edges the Herskovits operator is indicated. The 
statistical methods should operate well in the presence of 
noise. No real conclusions can be drawn about the 
quasi-parallel methods except that edge detection with then 
cannot be made context-sensitive, since all edges are 
detected simultaneously. However, one can say that true 
parallel processing will result in rapid response (up to 
several magnitudes, in fact). In general, the analytical 
evaluation indicated that functional testing was indeed 


necessary. 
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Ii. Functional Evaluation 


Based on an analytical examination, six 
representative edge detectors were implemented as computer 
programs on the PDP-9 computer. One of these, the Clustering 


Operator, was formulated and developed in Chapter 3. 


All six operators were tested on two images: a 
reference picture, REFPIC, containing a variety of step 
edges at various orientations; and a 'real' image, FACE, 
containing a mixture of edge types and orientations. 
Portions of REFPIC were singled out for specific 
examination. These were: a diagonal segment, DIAG; a 
quadrant with alternating black and white segments, CROSS; a 


narrow right-~angled corner, CORNER; and a circle, CIRCLE. 


The results of the operations on REFPIC were 
presented visually and numerically. Assessments were made of 
the six detectors using storage scope photographs of the 
various edge transforms as evidence. These assessments were 
mostly confirmed by the numerical evaluation program MERED. 
Since this program was developed and implemented during this 
research it should be regarded as only a first attempt at 
the 'blind' evaluation of an edge matrix. However, if one 
examines the output of MERED (i.e., the Fault Tables) 
without recourse to the photographs, the conclusions are 
significantly similar to those obtained from the visual 
examination. Therefore, at least one can say that MERED is 


sensitive to the same faults as the human eye. Since it was 
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postulated in Chapter 4 that the eye itself is not 
necessarily correct in its evaluation of edge matrices, it 
follows that MERED may be faulty also. Thus, much more work 
needs to be done along the lines of edge matrix evaluation. 
The following table and paragraph may give some insight into 
the problems and possibilities awaiting the prospective 


investigator. 


Table 11. Summary of Evaluation Findings 
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Notes: 

a. Names of operators have been abbreviated. 

b. Ratings are alphabetic, and merely indicate 
order of precedence, i.e., 'C' does not 
necessarily imply an average operator. 

c. Edge detector speeds are in CTUs per 
local operation (estimated), and in micro- 
secs per local operation (actual). The 
LaPlacian rated here is the slower version, 
i.e., equation (7). 

d. Ratings were abstracted from Tables 1 and 2. 

e. Although certainly desireable, the evaluation 
of these detectors by more than one individual 
was not possible due to time constraints. 
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The time sequence of the following events is 
important to the substance of this paragraph. During the 
final stages of thesis preparation, the ratings in Table 11 
were abstracted from the photographs and fault tables. The 
completed first; then later, the analytical results for 
these factors were produced. Still later, the complete set 
of photographs was examined to determine subjectively 
(without regard to the previous ratings made above) the best 
overall edge operator (aside from speed). This resulted in 
factor. Finally, the analytical ratings for Matrix Merit 
were produced. It is startling to examine the last two lines 
typographical error, one can perhaps assume that the author 
(although trying to be objective) was strongly sensitive to 
visual noise, and so was his program MERED (even though the 
analytical Matrix Merit rating was the mathematical average 
of the three other factors). Further, it is interesting to 
note the probabilistic correspondence between the subjective 
ratings for Matrix Merit and those under the analytical 
assigned, one could expect an average difference in 
alphabetic rating between the two column sets of 2.5 per 
edge operator. The actual average difference is only 


1.666..., seemingly, a Significant departure from 
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randomness, when one considers that 4 of the 6 ratings had a 
difference of only 1. Consideration of subjective versus 
analytical ratings for only GAPS and BLURRING results in an 
actual average difference of 1.00. This last fact is 
additional evidence that successful results may be 
achievable in the absolute evaluation of edge matrices by 


algorithmic measurement. 


Functional Summary 


Visually, the Gradient and the Clustering operator 
gave the best results, and the Statistical Modified 
LaPlacian (SML) gave the worst. However, the SML gave rise 
to some interesting questions with its surprisingly sharp 
vertical and horizontal lines, embedded in a sea of noise. 
The reasons for this are not clear, and should be examined 
further. As mentioned previously, the numerical ratings 
confirmed the visual examination. The difference in speeds 
of the various operators ranged over a magnitude, with the 
Roberts being the fastest, and the Clustering operator the 
slowest. These differences were due to the number of pixels 
accessed per local operation, the number of times each pixel 
was accessed, the complexity of the operation performed, and 
perhaps more importantly, differences in the efficiency of 


array indexing among the various operators. 


Although a statement of the form: "Operator X is the 
best." would seem to be appropriate in this concluding 


chapter, it cannot be given. The reason for this is the lack 
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of generally accepted standards of evaluation. Before 
continuing the development of ‘new and better' edge 
detecting algorithms, it is mandatory that edge matrix 


evaluation methods be formulated and standardized. 


A proposal and outline for a hardware edge detection 
system was developed in Chapter 5. The realization of this 
system should be technically easy, relatively inexpensive, 
and could be integrable within existing picture processing 
systems, with a minimum of fuss. Experiments with such a 
system shouid accelerate the development of appropriate 
detectors, and might even suggest methods for their | 
evaluation. The fact that several edge detectors can be used 
on an image simultaneously implies that the total edge 
detecting process could become reasonably independent of the 
class of input images. 'Good!' results could then be expected 
from widely varying picture types. The ability to control 
the thresholds of the edge detecting modules from within the 
computer means that an image can be re-scanned several times 
with settings based on the results of previous scans. Thus 
one should be able to 'search' for the most satisfactory 


edge transform. 
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The termination of research on this thesis has not 
resulted ina feeling of ‘job completed!'. Many avenues have 
been unexplored, and toc many techniques have been left 
untried. More time is needed to examine, for instance: 
dynamic thresholding techniques, contour following and gap 
filling algorithms, histogram equalization, and Hadamard 
transformations. These few examples are relevant and 


important to the task of edge detection. 


Hubel and Weisel [19] state: "one of the most 
fundamental operations performed by the eye is that of 
detecting changes in illumination". These changes generate 
the concept of edge within the human mind. Since this 
edge-locating operation is so fundamental to human 
evrsrence, one must expect its effective automation to be 
accomplished only with a great deal of thought, imagination, 


and effort. 
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